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LEGEND

ABBREVIATIONS

ACP ASPHALT CONCRETE PAVEMENT Z
ASPH ASHPALT =
LINETYPES ATB ASPHALT TREATED BASE
BOW BOTTOM OF WALL
SURFACE FEATURES: UTILITIES (EXISTING): SIGNALIZATION SITE PREP_AND TESC CB CATCH BASIN —
SYMBOL DESCRIPTION SYMBOL DESCRIPTION cc CONCRETE CURB %
EXISTING FEATURE LINETYPES DESCRIPTION EXISTING FEATURE LINETYPES DESCRIPTION EXIST. PROP. CDF CONTROLLED DENSITY FILL
EXIST.  CEMENT CONCRETE coB CITY OF BELLEVUE
BUILDING FOOTPRINT (EXIST.) ¢ GAS NN\ FUATWORK REMOVAL AREA CONG CONCRE TE
oH POWER (OVERHEAD) CONDUIT CONST CONSTRUCTION -
x x x FENCE T - |  ASPHALT PAVEMENT CPEP CORRUGATED POLYETHYLENE PIPE )
GUARDRAIL (EXISTING = STORM DRAIN oS PEDESTRIAN POLE A\ REMOVAL AREA CsBC CRUSHED SURFACING BASE COURSE
( ) ss SANITARY SEWER - csTC CRUSHED SURFACING TOP COURSE @
- SIGNAL POLE PLANING BITUMINOUS
EDGE OF PAVEMENT CURB,/PAVEMENT /SIDEWALK (EX) T COMMUNICATIONS PAVEMENT AREA CWA CASCADE WATER ALLIANCE
DI DUCTILE IRON PIPE |’='
R W WATER SIGNAL POLE W/ LUMINAIRE DIA DIAMETER
EDCE OF CRAVEL GRAVEL CEMENT CONCRETE CURB
CONTROLLER === AND GUTTER REMOVAL pw DRIVEWAY ‘
. DITCH X JUNCTION BOX (TYPE 1) DWG DRAWING
0 JUNCTION BOX (TYPE 2) c EAST Z
— — — INLET PROTECTION
CHANNELIZATION m JUNCTION BOX (TYPE 7) @ ECC EXTRUDED CONCRETE CURB
CONTOUR (INTERVAL) = SERVICE CABINET ————  SAWCUT ELEV ELEVATION
XY STREET LUMINAIRE FL FLOWLINE
CONTOUR (INDEX) JAWAN TRIANGULAR SILT DIKE GRVL GRAVEL
Y GAS VALVE
GRADE BREAK
SYMBOLS #H## PROPERTY STREET ADDRESS HMA HOT MIX ASPHALT
- RIGHT-OF-WAY LQITIDVLY IE INVERT ELEVATION
EASEMENT SURFACE FEATURES DRAINAGE LF LINEAR FEET
SYMBOL DESCRIPTION SYMBOL DESCRIPTION LT LEFT \/
__ PROPERTY LINE EXIST. PROP. EXIST. PROP. MH MANHOLE
5 MAIL BOX R o CLEAN OUT ROADWAY NST NOT STEEPER THAN |QWL
DESIGN FEATURE LINETYPES DESCRIPTION . RIP RAP SYMBOL DESCRIPTION Pe POINT OF CURVE
& ® SAN. SEWER MANHOLE EXIST. PROP. PG PERFORMANCE GRADE M%
) PP POWER POLE
) STORM DRAIN PIPE A ROCK FACING -
oo O [ ] STORM DRAIN CATCH BASIN PT POINT OF TANGENT
UD UNDERDRAIN PIPE . SHRUB CEMENT CONCRETE AREA PVC POINT OF VERTICAL CURVE
.
L @ STORM DRAIN INLET(NO CATCH) ' R RADIUS Z
D DRAIN PIPE . " GENERAL SIGN V////7] ROADWAY WIDENING AREA RCP REINFORCED CONCRETE PIPE
[ STORM DRAIN CULVERT ROwW RIGHT—-OF—WAY
y FENCE . . REGULATORY SIGN RT RIGHT "
®) ® STORM DRAIN MANHOLE [ HMA OVERLAY AREA S SOUTH
cURE TREE (Conifer) SD STORM DRAIN
TRUNCATED DOME ss SANITARY SEWER I
TREE (Deciduous) PATTERN STA STATION
HVF- HVF- HVF- HIGH VISIBILITY FENCE STD. STANDARD
o YARD LIGHT WATER TOC TOP OF CURB
- e mmwm RETAINING WALL TOW TOP OF WALL —
O— SILT FENCE / HIGH VISIBILITY FENCE SYMBOL DESCRIPTION uP UTILITY POLE
EXIST. PROP. USPS UNITED STATES POSTAL SERVICE —
SIZE 2 DRIVEWAY AREA w WEST
*k
GENERAL NOTES: 8 8 WATER METER wv WATER VALVE Z
» WATER VALVE
1. THE CONTRACTOR SHALL POTHOLE ALL POTENTIAL CONFLICTS WITH UTILITIES TO VERIFY THE HORIZONTAL AND VERTICAL !‘
LOCATION OF EXISTING UTILITIES. WHERE THE VERTICAL DISTANCE BETWEEN UTILITIES IS LESS THAN 6 INCHES THE @™ WATER MANHOLE HORIZONTAL DATUM LI
CONTRACTOR SHALL PROVIDE AN 0.D. X 0.D. X 2.5 INCH ETHAFOAM PAD PER THE SPECIAL PROVISIONS 7-08.3(2)J. = j
WATER VAULT PROJECT DATUM. SEE SITE PREP AND TESC PLANS FOR COORDINATES AT SELECT
2. CALL COMMON GROUND ALLIANCE, 811, PRIOR TO CONSTRUCTION. H MONUMENTS ALONG THE PROJECT CORRIDOR. CD

3. ALL VEGETATION REMOVAL AND TRIMMING SHALL BE APPROVED BY THE ENGINEER. f FIRE HYDRANT VERTICAL DATUM

NAVD—88

0/
o

4. A TRAFFIC/PEDESTRIAN CONTROL PLAN MUST BE PROVIDED TO THE TRANSPORTATION DEPARTMENT FOR APPROVAL A
MINIMUM OF 10 DAYS PRIOR TO START OF WORK.
SITE BENCHMARKS

CITY OF BELLEVUE POINT NUMBER 224R, COB BRASS CAP ON TOP OF CURB ON
EAST SIDE OF 108TH STREET SE AND 75+ SOUTH OF SE 35TH STREET.
ELEVATION=62.29"

5. DRIVEWAY ACCESS/EGRESS MUST BE MAINTAINED AT ALL TIMES UNLESS OTHERWISE AGREED TO BY THE PROPERTY OWNER.

30

6. WORK HOURS INVOLVING LANE CLOSURES WILL BE 8:30 AM TO 4:30 PM. NON—LANE CLOSURE WORK HOURS WILL BE
7:00 AM TO 6:00 PM M—F. NO WORK MAY BE PERFORMED OUTSIDE OF THESE HOURS WITHOUT APPROVAL FROM THE
PLANNING AND COMMUNITY DEVELOPMENT DEPARTMENT.

CITY OF BELLEVUE POINT NUMBER 417, COB BRASS CAP ON MONUMENT IN CASE
AT CENTERLINE INTERSECTION OF SE 21ST STREET AND 108TH AVENUE SE.
ELEVATION=116.46"

7. DETECTABLE WARNINGS FOR NEW RAMPS SHALL CONSIST OF RAISED TRUNCATED DOMES MEETING APPLICABLE
CHARACTERISTICS SPECIFIED BY THE ADA AND C.0.B. STD. DRAWINGS TE—12 AND TE—13. MATERIAL FOR NEW RAMPS SHALL
BE "MODULAR PAVER SYSTEM” BY ARMOR-TILE OR APPROVED EQUAL, APPLIED INTERGRAL TO THE CONCRETE POURING OF
THE RAMP. TRUNCATED DOMES SHALL BE INTERSTATE YELLOW OR FEDERAL YELLOW. INSTALLATION SHALL CONFORM TO
MANUFACTURER’S SPECIFICATIONS. NOTE

SEE SITE PREP & TESC PLANS
FOR MONUMENT COORDINATES.
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ROW ¢ ROW ROW ¢ ROW

30.0' 30.0'
1.0’ 8.0’ : 11.0' 8.0’
| EXISTING CONCRETE PANEL EXISTING ASPHALT PATH /7 1.0° (SPACE PERMITTING) | EXISTING CONCRETE PANEL EXISTING ASPHALT PATH
| |
8.0’ 5.0 3.0 | 5.0 5.0'
LIMITS OF GRIND LIMITS OF LIMITS OF GRIND
AND OVERLAY ACP REMOVAL AND OVERLAY
| | Z
ARIES* 5 ! !
o = %
S = s A A S . S e
*  PAVEMENT SLOPE SHALL TRANSITION , " REMOVE EXISTING ACP. CONSTRUCT ( )
3" HMA CL §" PG 64-22 GRAVEL BORROW - » _ GRAVEL BORROW
A ADWA 3" HMA CL §* PG 64-22
O RTCH THE EXIeTNG ROADWAY (REPTH AND LMITS VARY) SWALE. SEE DETAIL, SHEET __ ! (DEPTH AND LIMITS vARY):
4" csTC 4" CcsTC @
NOT TO SCALE 1.5" DEPTH GRIND AND OVERLAY NOT TO SCALE 1.5" DEPTH GRIND AND OVERLAY H
(WIDENING NEAR INTERSECTIONS) WITH 1.5” HMA CL §" PG 64-22 (PATH WITH RAINGARDEN) WITH 1.5" HMA CL §° PG 64—22 [ﬂ n D
ROW ROW ROW ¢ ROW O
30.0° 30.0°
11.0' 8.0' 1.0 EXISTING ACP ROADWAY U
| EXISTING CONCRETE PANEL EXISTING ASPHALT PATH | EXISTING CONCRETE PANEL
| |
3.0 | 5.0’ 5.0’ .0' m
LIMITS OF LIMITS OF GRIND LIMITS OF GRIND
ACP REMOVAL AND OVERLAY AND OVERLAY ©
| |
| IES* I
- 2% e _VARIES® o &
b TTTTTTTTT s L___ "~ T = ————
REMOVE EXISTING ACP. CONSTRUCT / *  PAVEMENT SLOPE SHALL TRANSITION 1.5" DEPTH ACP GRIND. OVERLAY MATCH EXISTING GRADE O
ACP GUTTER. SEE DETAIL, SHEET __ 3" HMA CL § PG 6422 GRAVEL BORROW TO MATCH THE EXISTING ROADWAY WITH 1.5" HMA CL §" PG 64-22
(DEPTH AND LIMITS VARY) Z
4" csTC
NOT TO SCALE 1.5” DEPTH GRIND AND OVERLAY
(AT DRIVEWAY LOCATIONS) WITH 1.5” HMA CL §" PG 6422 NOT TO SCALE |
(AT INTERSECTIONS)
ROW ¢ ROW
30.0, e
EXISTING CONCRETE PANEL EXISTING ASPHALT PATH I 1.0° (SPACE PERMITTING)
|

— 2.0’ I 6.0' VARIES

LIMITS OF LIMITS OF GRIND -4
ACP AND OVERLAY

REMOVAL

2%

307 SUE

GRAVEL BORROW

REMOVE EXISTING ACP. CONSTRUCT
(DEPTH AND LIMITS VARY)

3" HMA CL §" PG 64-22
LANDSCAPE STRIP. SEE DETAIL, SHEET __

4" CSTC

ROADWAY SECTION 5

NOT TO SCALE 1.5" DEPTH GRIND AND OVERLAY
(TRANSITION TO ROADWAY SECTION 6) WITH 1.5" HMA CL §" PG 64-22

TYPICAL ROADWAY SECTIONS STA 11+68.20 1O STA 24+44.50

DATE | BY | APPFR. REVISIONS Approved By K. POTUZAK  12/01/09 m
DESIGNED BY DATE og;?lft% City Of DAVID EVANS 108TH AVENUE SE TYP'CAL ROADWAY

%4t
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ROW ¢ ROW ROW ¢
30.0' 30.0°
1.0' .0' ! .0 EXISTING ACP ROADWAY
| EXISTING CONCRETE PANEL EXISTING ASPHALT PATH /7 1.0" (SPACE PERMITTING) | EXISTING CONCRETE PANEL
|
20— 6.0’ | 8.0' |
LIMITS OF LIMITS OF GRIND LIMITS OF GRIND
ACP AND OVERLAY AND OVERLAY
| REMOVAL |
A
5 b I "
% _VARIES -
b _TTTTTTT T I - Mspo— LT e i R — ——
777777 R 27 ~— —_———————
*  PAVEMENT SLOPE SHALL TRANSITION 1.5” DEPTH ACP GRIND. OVERLAY MATCH EXISTING GRADE
REMOVE EXISTING ACP. CONSTRUCT GRAVEL BORROW TO MATCH THE EXISTING ROADWAY WITH 1.5" HMA CL " PG 64-22
LANDSCAPE STRIP. SEE DETAIL, SHEET __ (DEPTH AND LIMITS VARY)
NOT TO SCALE 1.5" DEPTH GRIND AND OVERLAY ROADWAY SECTION 7
(PATH WITH PLANTER STRIP) WITH 1.5" HMA CL §" PG 64-22 NOT TO SCALE
STA 24+44.50 TO STA 32+19.25 (AT INTERSECTIONS)
STA 24+44.50 TO STA 32+19.25
ROW ¢ ROW
30.0°
| EXISTING CONCRETE PANEL EXISTING ASPHALT PATH 1.0’ (SPACE PERMITTING)
1 |
20— 6.0°
LIMITS OF LIMITS OF GRIND
ACP AND OVERLAY
REMOVAL
' A
|
2%
""" T e =~ Ny
b ———— e __ ] ’z~,**‘\\\‘
REMOVE EXISTING ACP. CONSTRUCT
ACP GUTTER. SEE DETAIL, SHEET __ GRAVEL BORROW
(DEPTH AND LIMITS VARY)
NOT TO SCALE 1.5" DEPTH GRIND AND OVERLAY
(AT DRIVEWAYS) WITH 1.5” HMA CL §" PG 64-22
STA 24+44.50 TO STA 32+19.25
ROW ¢ ROW ROW ¢ R
30.0' 30.0'
11.0' 8.0’ , .0 .0' ,
I EXISTING CONCRETE PANEL EXISTING ASPHALT PATH 1.0 (SPACE PERMlTTING) | EXISTING CONCRETE PANEL EXISTING ASPHALT PATH 1.0 (SPACE PERMlTTING)
|
3.0 I 5.0’ 1.0’ 3.0 I 5.0 1.0
LIMITS OF LIMITS OF GRIND LIMITS OF LIMITS OF GRIND
ACP REMOVAL AND OVERLAY ACP REMOVAL AND OVERLAY
| |
|
2% 2%
- L TTTTTTT T - I
,,,,,,, N ==

ROW

REMOVE EXISTING ACP. CONSTRUCT
SWALE. SEE DETAIL, SHEET __

ROADWAY SECTION 9
NOT TO SCALE
(PATH WITH RAINGARDEN)
STA 32419.25 TO 42+16.64

3" HMA CL §" PG 64-22

1.5" DEPTH GRIND AND OVERLAY
WITH 1.5" HMA CL §" PG 64-22

REMOVE EXISTING ACP. CONSTRUCT /
ACP GUTTER. SEE DETAIL, SHEET __

ROADWAY SECTION 10

3" HMA CL §" PG 64-22

NOT TO SCALE 1.5” DEPTH GRIND AND OVERLAY
(AT DRIVEWAYS) WITH 1.5” HMA CL §" PG 64-22

STA 32+19.25 TO STA 42+16.64

TYPICAL ROADWAY SECTIONS STA 24+44.50 1O STA 42+16.64
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ROW ROW ¢ ROW
30.0' 30.0'
10 6.5 VARIES 11.0' 1.0’ VARIES 6.5 [0 |-
1.0'-4.0' EXISTING CONCRETE PANEL | EXISTING CONCRETE PANEL 1.0'-4.84’
| (SEE SHEET 26 FOR (SEE SHEET 26 FOR CURB |
CURB LOCATIONS) ‘ LOCATIONS)
AVS) | 2>
| |
. 2% [ 2%
B e S -
5" CEMENT CONCRETE SIDEWALK/ " » _ » » - / 5" CEMENT CONCRETE SIDEWALK
R v 4" HMA CL ¥ PG 64-22 4" HMA CL §" PG 64-22 CEMENT CONCRETE SIDEWALK
CEMENT CONCRETE TRAFFIC u " — " ” — CEMENT CONCRETE TRAFFIC
R A AT 6" HMA CL 1" PG 64-22 6" HMA CL 1" PG 64-22 CEMENT CONCRETE TRAY
COB STD DWG NO TE-10 ROADWAY SECTION 11 COB STD DWG NO TE—10
4" CSTC NOT TO SCALE 4" csTC
STA 45410.65 TO STA 46428.31
ROW ROW ¢ ROW
30.0' 30.0'
100 6.5 4.0 1.0’ 11.0' 4.0 6.5' |10 |-
EXISTING CONCRETE PANEL | EXISTING CONCRETE PANEL
| ‘ |
| [
<
| Jr |
o _— PRI O S 5 SRR 7’\\\\\\\\\
5” CEMENT CONCRETE SIDEWALK " o / U 4 / 5" CEMENT CONCRETE SIDEWALK
PER COB STD DWG NO TE-11 47 HMA CL §" PG 64-22 4 HMA CL " PG 64-22 / PER COB STD DWG NO TE—11
CEMENT CONCRETE TRAFFIC 6" HMA CL 1" PG 64-22 6" HMA CL 1" PG 64—22 CEMENT CONCRETE TRAFFIC
CURB AND GUTTER PER CURB AND GUTTER PER
COB STD DWG NO TE-10 ROADWAY SECTION 12 COB STD DWG NO TE—10
4" CcSTC NOT TO SOALE 4" cSTC
STA. 46+28.31 TO STA. 474+79.25
ROW ROW ¢ ROW
30.0° 30.0°
~| 10| 6.5 8.0’ 11.0° 1.0° 4.0 6.5' P -
EXISTING CONCRETE PANEL | EXISTING CONCRETE PANEL
| ‘ |
s |
|
2% I 2% -
+ I — ————— T T ——— ]

5" CEMENT CONCRETE SIDEWALK
PER COB STD DWG NO TE-11

CEMENT CONCRETE TRAFFIC
CURB_AND GUTTER PER
COB STD DWG NO TE-10

ROADWAY SECTION 13

4" HMA CL §" PG 64-22

6" HMA CL 1" PG 64-22

4" HMA CL §" PG 64—22/ /
6" HMA CL 1" PG 64—22
4" csTC

TYPICAL

NOT TO SCALE
STA. 47+79.25 TO STA. 49+93.72

4” CSTC

5" CEMENT CONCRETE SIDEWALK
PER COB STD DWG NO TE-11

CEMENT CONCRETE TRAFFIC
CURB AND GUTTER PER
COB STD DWG NO TE-10

ROADWAY SECTIONS STA 45+10.65 TO STA 49+95./2
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MAILBOX SCHEDULES
MAILBOX TYPE 1 SCHEDULE
STATION ADDRESS SERVED
24+75 3000
25473 2840
26+83 2834
27+10 2826
28+03 2818
28+05 2810
34+01 2530
34+62 2522
38+20 2440
38+91 2436
39+76 2434
40+78 2426
49+35 2202
50+58 2126
51+80 2118

MAILBOX TYPE 2 SCHEDULE
STATION LENGTH ADDRESSES SERVED
12482 EXISTING 3200, 3210, 3220, 3457, 3459, 3230
14440 " 3150, 3151, 3155, 3156
16+97 xx" 3132, 3138, 3146, 313x, 3149
18+07 xx" 3119, 3120, 3133, 3131, 3126
19490 xx" 3103, 3111, 3112, 3115
21467 xx" 3013, 3019, xxxx, 3026
23+18 xx" 3006, 3012, 3018
46+63 xx" 2226, 2234, 2236, 2233, 2230
47473 xx" 2218, 2210, 2211, 2214, 2222, 2223

5 5

CEMENT CONCRETE
SIDEWALK

MAILBOX SUPPORT TYPE 1

CEMENT CONCRETE TRAFFIC
CURB AND GUTTER

SIDEWALK WIDENING DETAIL (MAILBOX SUPPORT TYPE 1)

NTS

MITTT TETTIT I IT TEITIT TITIT I T

L0 TITTT T T TN TITTT TITTTT1
\

CEMENT CONCRETE SIDEWALK

MAILBOX SUPPORT TYPE 2

CEMENT CONCRETE TRAFFIC
CURB AND GUTTER

SIDEWALK WIDENING DETAIL (MAILBOX SUPPORT TYPE 2)

NTS

40"

SEE ROOF SECTION
DETAIL, THIS SHEET

DUAL DOOR MAILBOX
(SIZE AND TYPE VARY)

A

B
S

4

FOR FASTENING

TYPICAL MAILBOX

MINIMUM

ND BASE SEE

ASE DETAIL, THIS
HEET

44"

X4" POST

MAILBOX SECTION DETAIL

LENGTH VARIES

SEE MAILBOX SCHEDULE, THIS SHEET ‘

37 TYP.

B
D

-0
TYP. [

alala

40"

4" TYP. ||

ELEVATION

NOTES

1. WOOD POSTS SHALL BE PRESSURE TREATED FIR OR HEMLOCK.

2. INSTALL NEW MAILBOX USPS APPROVED (10"H,7"W,20"D), BLACK COLOR.

3. ALL MAILBOXES SHALL BE REPLACED WITH DUAL DOOR BOXES.

LENGTH OF

ROOF
CEDAR SHAKES

PLYWOOD 1/2” CDX

COVER GABLE
ENDS WITH
CEDAR BOARD

4= 1/2" X 4"
CARRIAGE
BOLTS

TRIANGLE

1
DUAL DOOR MAILBOX
(SIZE AND TYPE VARY)

I

AL

ROOF DETAIL

DUAL DOOR MAILBOX
(SIZE AND TYPE VARY)

2 — 3/4” DIA.
BOLTS @ 24” 0.C.

;,_—‘7 27X10”

~——2"X6" TYPICAL

==

4"X4" POST —\

SIDEWALK

4 q

AN

COMPACTED 4

BACKFILL CDF

18: MIN. LENGTH

12" PVC SLEEVE \

CSTC BACKFILL
BETWEEN SLEEVE
AND 4"X4”

TYPE 2 MAILBOX BASE DETAIL

o &
4 a
e,

/
z
>
[ov

y

MAILBOX SUPPORT TYPE 2 DETAILS

NTS

z
—
O
>
in
—
D,
Z
O
O
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6" TRANSITION RAMP
5" CEMENT CONCRETE
/ SIDEWALK

COMPACTED SUBGRADE

HMA PATCH. SEE TYPICAL
SECTIONS FOR PAVEMENT DEPTH

6' SIDEWALK

DETECTABLE
WARNING PLATE

HMA PATCH. SEE TYPICAL
SECTIONS FOR PAVEMENT DEPTH

MODIFIED CURB RAMP TYPE 4A DETAIL

NTS

CEMENT CONCRETE PEDESTRIAN CURB
(SEE COB STD DWG TE—13)

CEMENT CONCRETE GUTTER (WIDTH VARIES)

VARIES

HMA PATCH. SEE TYPICAL
SECTIONS FOR PAVEMENT DEPTH

CEMENT CONCRETE PEDESTRIAN
CURB (SEE COB STD DWG TE-13)

CEMENT CONCRETE TRAFFIC CURB AND
GUTTER (SEE COB STD DWG TE-10)

HMA PATCH. SEE TYPICAL
SECTIONS FOR PAVEMENT DEPTH

VARIES 5' TO 6'-9"

VARIES 6' TO 8'-1 1/4”"

) RAMP ‘
w
1]

5 6 ~
PEDESTRIAN CURB
T AT AT A Y
0509090 \E
0%
NOTE:

LANDING

SECTION A—A

1. SEE C.0.B. STD. DWG TE—13 FOR DIMENSIONS AND ADDITIONAL DETAILS

MODIFIED CURB RAMP TYPE 2 DETAIL

NTS

6.5" TRANSITION RAMP

5" CEMENT CONCRETE
/ SIDEWALK
X/

RSN
x 4" ¢csTC
COMPACTED SUBGRADE

9.5" SIDEWALK

5.5 RAMP WIDTH

6.5" TRANSITION RAM

-

‘\\‘\“‘v' \ A

MODIFIED CURB RAMP TYPE 4B DETAIL
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1. THE CONTRACTOR SHALL POTHOLE ALL POTENTIAL @ REMOVE EXISTING ACP OR CEMENT CONCRETE PAVEMENT AT DRIVEWAY.
CONFLICTS WITH UTILITES TO VERIFY THE HORIZONTAL SEE DRIVEWAY PROFILES, SHEETS XX—XX FOR REMOVAL LIMITS.
AND VERTICAL LOCATION OF EXISTING UTILITIES. WHERE
B O A e TWEEN VTS o5 AESS THAN (2) REMOVE EXISTING ACP FOR SWALE OR PLANTER STRIP. SEE ROAD
0 5 DAY TN NS . | i 0.D. X 2.5 INCH ETHAFOAM PAD PER THE SPECIAL SECTIONS, SHEETS 3—X FOR REMOVAL LIMITS.
~_ AP i e 2 PROVISIONS 7—08.3(2)J.
2’ HIGH WOO0D N - 0 “C 741 \ 26"FIRSK @ PERFORM 1.5" DEPTH ACP GRIND (PLANING BITIMINOUS PAVEMENT,
PLANTER BOX \ CONC AN T Q4TCRDAR, © S "107 AVE SE” AND . ! 2. CALL COMMON GROUND ALLIANCE, 811, PRIOR TO SEE ROADWAY SECTIONS, SHEETS 3—X FOR REMOVAL LIMITS.
108TH AVE SE” SIGN SMser CONSTRUCTION.
3 M)OD FENCE 3. ALL VEGETATION REMOVAL AND TRIMMING SHALL BE @ REMOVE EXISTING CEMENT CONCRETE TRAFFIC CURB AND GUTTER‘H%
(BROKEN IN PLACE) APPROVED BY THE ENGINEER.
— @ REMOVE EXSITING CEMENT CONRETE GUTTER.
o 4. A TRAFFIC/PEDESTRIAN CONTROL PLAN MUST BE Q D
o PROVIDED TO THE TRANSPORTATION DEPARTMENT FOR
¢ APPROVAL AT LEAST 10 DAYS PRIOR TO START OF REMOVE EXISTING CEMENT CONCRETE SIDEWALK.
— WORK. D
.= @ REMOVE EXISTING ACP FOR PROPOSED CURB INSTALLATION. SEE
CONST L S 53 5. DRIVEWAY ACCESS/EGRESS MUST BE MAINTAINED AT ALL ROADWAY SECTIONS, SHEETS 3—X FOR REMOVAL LIMITS. @
. ni TIMES UNLESS OTHERWISE AGREED TO BY THE PROPERTY
N 01°02'20" E g @ OWNER
S Wy . REMOVE EXISTING CONCRETE PANEL OR ACP IN ROADWAY. SEE
%L(;)J 6. WORK HOURS INVOLVING LANE CLOSURES WILL BE 8:30 CONCRETE PANEL INSTALLATION DETAILS, SHEET X FOR REMOVAL
I AM TO 4:30 PM. NON—LANE CLOSURE WORK HOURS LIMITS. m
WILL BE 7:00 AM TO 6:00 PM M—F. NO WORK MAY BE
54
< PERFORMED OUTSIDE OF THESE HOURS WITHOUT @ REMOVE 30 18" X 42" RUBBER SPEED BUMP PANELS.
= APPROVAL FROM THE PLANNING AND COMMUNITY Z
DEVELOPMENT DEPARTMENT.
7. DETECTABLE WARNINGS FOR NEW RAMPS SHALL CONSIST
| [ Yy OF RAISED TRUNCATED DOMES MEETING APPLICABLE
. o AN CONC | "8US S ) E CHARACTERISTICS SPECIFIED BY THE ADA AND C.0.B.
\"SE 34 ST” AND [ = "R u< ‘ N . = STD. DRAWINGS TE—12 AND TE—13. MATERIAL FOR NEW
"108TH AVE §E" SIGN | __PAVER RAMPS SHALL BE "MODULAR PAVER SYSTEM” BY
&/ ) . ARMOR—-TILE OR APPROVED EQUAL, APPLIED INTERGRAL
~0/n 3220 . e TO THE CONCRETE POURING OF THE RAMP. TRUNCATED
ST & x S| : . DOMES SHALL BE INTERSTATE YELLOW OR FEDERAL
%\ﬁ <] YELLOW. INSTALLATION SHALL CONFORM TO
e N A o A MANUFACTURER'S SPECIFICATIONS.
BLOCK WALL: O
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X =
= XX ‘ < SILT FENCE / HIGH VISIBILITY FENCE o
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— — - / m
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GENERAL NOTES CONSTRUCTION NOTES
1. THE CONTRACTOR SHALL POTHOLE ALL POTENTIAL (1) REMOVE EXISTING ACP OR CEMENT CONCRETE PAVEMENT AT DRIVEWAY.
CONFLICTS WITH UTILITIES TO VERIFY THE HORIZONTAL SEE DRIVEWAY PROFILES, SHEETS XX—XX FOR REMOVAL LIMITS.
AND VERTICAL LOCATION OF EXISTING UTILITIES. WHERE
B B TN L ThiEs 1S LSS THAN (2) REMOVE EXISTING ACP FOR SWALE OR PLANTER STRIP. SEE ROADW
0.D. X 2.5 INCH ETHAFOAM PAD PER THE SPECIAL SECTIONS, SHEETS 3—-X FOR REMOVAL LIMITS.
PROVISIONS 7-08.3(2)J.
(3) PERFORM 1.5" DEPTH ACP GRIND (PLANING BITIMINOUS PAVEMEN
T 2 ggh‘ér%%’%%% GROUND ALLIANCE, 811, PRIOR TO SEE ROADWAY SECTIONS, SHEETS 3—X FOR REMOVAL LIMITS. =
3'WOOD FENCE ON CONC .
3. ALL VEGETATION REMOVAL AND TRIMMING SHALL BE @ REMOVE EXISTING CEMENT CONCRETE TRAFFIC CURB AND GUTTER.H%
o APPROVED BY THE ENGINEER.
0 o (5) REMOVE EXSITING CEMENT CONRETE GUTTER.
g Q 4. A TRAFFIC/PEDESTRIAN CONTROL PLAN MUST BE
- R * PROVIDED TO THE TRANSPORTATION DEPARTMENT FOR
<.:’ : - & APPROVAL AT LEAST 10 DAYS PRIOR TO START OF (§) REMOVE EXISTING CEMENT CONCRETE SIDEWALK. :
i m‘;ﬁg‘jggwm\\ 19400 ( "SPEED BHM'r‘"/ =3 @ REMOVE EXISTING ACP FOR PROPOSED CURB INSTALLATION. SEE
5 B . SIGN L o 5. DRIVEWAY ACCESS/EGRESS MUST BE MAINTAINED AT ALL ROADWAY SECTIONS, SHEETS 3—X FOR REMOVAL LIMITS.
[} T T m
TIMES UNLESS OTHERWISE AGREED TO BY THE PROPERTY
Zuw
24 Q 108TH AVE I SE @ Yu REMOVE EXISTING CONCRETE PANEL OR ACP IN ROADWAY. SEE m=
e EC/STRIPING ELS
S . 7 > 2 6. WORK HOURS INVOLVING LANE CLOSURES WILL BE & 30 CONCRETE PANEL INSTALLATION DETAILS, SHEET X FOR REMOVAL
¢,
< X X o AM TO 4:30 PM. NON—LANE CLOSURE WORK HOURS LIMITS.
= )\7\[ RRRKR? LSRN :. < WILL BE 7:00 AM TO 6:00 PM M—F. NO WORK MAY BE
‘ e - RGEK LNED OTCH™ —7 = PERFORMED OUTSIDE OF THESE HOURS WITHOUT (3) REMOVE 30 18" X 42" RUBBER SPEED BUMP PANELS. Z
- | o ROCK_LINED DS APPROVAL FROM THE PLANNING AND COMMUNITY
DEVELOPMENT DEPARTMENT.
BL |
R PR 7. DETECTABLE WARNINGS FOR NEW RAMPS SHALL CONSIST
\SpEED BUMP” SIGN | N OF RAISED TRUNCATED DOMES MEETING APPLICABLE
/ /] \ CHARACTERISTICS SPECIFIED BY THE ADA AND C.0.B.
R TE
AR T\ STD. DRAWINGS TE-12 AND TE—13. MATERIAL FOR NEW
\ / (2] RAMPS SHALL BE "MODULAR PAVER SYSTEM" BY
H END LN\ hoy ‘ ARMOR-TILE OR APPROVED EQUAL, APPLIED INTERGRAL
E NOT FOU [ f X
ND / / e B \ R TO THE CONCRETE POURING OF THE RAMP. TRUNCATED
e N Q 7\ o HP/ ( 2964 CULV / [ TN\ - DOMES SHALL BE INTERSTATE YELLOW OR FEDERAL
g 2120 \ 2112 T2°CONG w | A YELLOW. INSTALLATION SHALL CONFORM TO
5 | X‘ @ | g MANUFACTURER’S SPECIFICATIONS. O
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|
| - GENERAL NOTES CONSTRUCTION NOTES
=
8' » 1. THE CONTRACTOR SHALL POTHOLE ALL POTENTIAL (1) REMOVE EXISTING ACP OR CEMENT CONCRETE PAVEMENT AT DRIVEWAY.
T CONFLICTS WITH UTILITIES TO VERIFY THE HORIZONTAL SEE DRIVEWAY PROFILES, SHEETS XX—XX FOR REMOVAL LIMITS.
| e AND VERTICAL LOCATION OF EXISTING UTILITIES. WHERE
THE VERTICAL DISTANCE BETWEEN UTILITIES IS LESS THAN
107012 ‘ o 10706 | 2808 | 2804 6 INCHES THE CONTRAGTOR SHALL PROVIDE AN OD. X (2) REMOVE EXISTING ACP FOR SWALE OR PLANTER STRIP. SEE ROAD
N | | 0.D. X 2.5 INCH ETHAFOAM PAD PER THE SPECIAL SECTIONS, SHEETS 3—X FOR REMOVAL LIMITS.
. w PROVISIONS 7—08.3(2)J.
7 _ 5 GALL COMMON GROUND ALLIANGE. 811, PRIOR To (3) PERFORM 1.5" DEPTH ACP GRIND (PLANING BITIMINOUS F'AVEMENT)O
o\ _EDGE OF 25TALL CEDAR Aty » 811, SEE ROADWAY SECTIONS, SHEETS 3—X FOR REMOVAL LIMITS.
NO PARKING” SIGN— 3. ALL VEGETATION REMOVAL AND TRIMMING SHALL BE @ REMOVE EXISTING CEMENT CONCRETE TRAFFIC CURB AND GUTTER. ﬂ%
APPROVED BY THE ENGINEER. ®
=] REMOVE EXSITING CEMENT CONRETE GUTTER.
9 =] 4. A TRAFFIC/PEDESTRIAN CONTROL PLAN MUST BE @ b
< PROVIDED TO THE TRANSPORTATION DEPARTMENT FOR
DN . - b APPROVAL AT LEAST 10 DAYS PRIOR TO START OF (®) REMOVE EXISTING CEMENT CONCRETE SDEWALK. :
I > WORK.
f_‘E pHOTO___ <E () REMOVE EXISTING ACP FOR PROPOSED CURB INSTALLATION. SEE
vz /7 . 27+00 28— 3 5. DRIVEWAY ACCESS/EGRESS MUST BE MAINTAINED AT ALL ROADWAY SECTIONS, SHEETS 3—X FOR REMOVAL LIMITS. @
w? — ’ =t — : — oy TIMES UNLESS OTHERWISE AGREED TO BY THE PROPERTY
A Q @ Q N 01°02°20" B coc "5 WPH" SIGN e OWNER. REMOVE EXISTING CONCRETE PANEL OR ACP IN ROADWAY. SEE m=
I n \ 3 . v . ég 6 XJSR%H?%%S p'ﬂvoh"é'?f Ibfl\'l\lEE &L&Sggswx% ﬁguggso EI?AI;I%RETE PANEL INSTALLATION DETAILS, SHEET X FOR REMOVAL
[ < Sl ek ey 4 . — -
< AQ:Q’QQQ‘%:%%’%'A ej{fv‘L @A,A“,,A,%QA, K A0,9¢0,00Y0A09 2 WILL BE 7:00 AM TO 6:00 PM M—F. NO WORK MAY BE m
; &% " fex < PERFORMED OUTSIDE OF THESE HOURS WITHOUT (9) REMOVE 30 18" X 42" RUBBER SPEED BUMP PANELS.
Z, 7 = APPROVAL FROM THE PLANNING AND COMMUNITY Z
/ DEVELOPMENT DEPARTMENT.
AYpH r BRICK 7. DETECTABLE WARNINGS FOR NEW RAMPS SHALL CONSIST O
) / o \ cone sock () OF RAISED TRUNCATED DOMES MEETING APPLICABLE
B GRVL [ ASPH e B AR CHARACTERISTICS SPECIFIED BY THE ADA AND C.0.B.
‘ O RS o JF STD. DRAWINGS TE—12 AND TE-13. MATERIAL FOR NEW ‘ >
] cone & o opEebUoLs ) o/ & J RAMPS SHALL BE "MODULAR PAVER SYSTEM” BY
[ [1Eoee] e e ) ARMOR-TILE OR APPROVED EQUAL, APPLIED INTERGRAL
“ 3000 e N BLOG \glale j TO THE CONCRETE POURING OF THE RAMP. TRUNCATED
| \L [ omeorr [ [N oTER DOMES SHALL BE INTERSTATE YELLOW OR FEDERAL m
| b cone oo e YELLOW. INSTALLATION SHALL CONFORM TO
/ \ oot MANUFACTURER'S SPECIFICATIONS.
‘ 2840 ‘ ‘ 2818 @
/ 4 | | | L
I . = =
| | II
| | "{
2740 | 2730 | 2720
ROW _ 7'_WOOD FENCE
P ——
3 [ Z
+ R I 2
2 : m
L — T ! R — e
,i: 8 EC/STRIPING . . : ! < : LEGEND j
nmo - -
)
"2 o ——— 29400 108TH AVE SE | o
N N oT0s90" £ \ — \ wo %) CATCH BASIN INLET PROTECTION PER WSDOT STD PLAN [—40.20—00 CD
S50 CONC 3
z  EC/STRPNG 5’% HVF HIGH VISIBILITY FENCE
= 777 ) o
< .e.e ‘.0,03:,:%65&5aeAeoe‘é. é—( SILT FENCE / HIGH VISIBILITY FENCE ;\
— 7
W ASPHALT PAVEMENT REMOVAL AREA ©
4 %
\
- m PLANING BITIMINOUS PAVEMENT AREA m
@
| E??Cf\ﬁ’ /' BRick/WoOD ogw ‘: N CEMENT CONCRETE REMOVAL AREA
“‘ ‘ FOR ARBOR TO EAS h N
L ‘ ‘ oo ‘o | ek 0 LIMITS OF PAVEMENT REMOVAL
CONC / N
10801
/2810 w CEMENT CONCRETE CURB AND GUTTER REMOVAL
HAN RAIL
/ @ m——————— CLEARING LMITS I ™
P . [T CEMENT CONCRETE GUTTER REMOVAL @ 20 40 60
DATE | BY | APPR REVISIONS Approved By K. POTUZAK 12/01/09 A o m
ﬁ Z,
e oY | SEe ity of DAVID EVANS SITE PREP & TESC PLANS
S5 108TH AVENUE SE
TRANSPORTATION DESIGN MANAGER DATE | DESIGNED BY DATE S BE& Ano ASSOCIATES inc.
12/01/09 !ge B I I 415 - 118th Avenue SE
PROJECT ENGINEER DATE | DRAWN BY DATE "SHINC" e e v u e " n Bellevue Washington 98005-3518 SE 34TH ST. TO BELLEVUE WAY STA. 24450 TO STA. 31430
S. SOISETH 12/01/09 Phone: 425.519.6500
CHECKED BY DATE TRANSPORTATION DEPARTMENT sit 10  ofF _ 31




kjp 07/15/10 2:19pm — P:\b\BLVX00000067\0400CAD\TT\DWG\Sheet\TTECO4BLVX0067.dwg

MATCHLINE  STA. 31+50
SEE SHEET 10

SEE ABOVE
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THE CONTRACTOR SHALL POTHOLE ALL POTENTIAL
CONFLICTS WITH UTILITIES TO VERIFY THE HORIZONTAL
AND VERTICAL LOCATION OF EXISTING UTILITIES. WHERE
THE VERTICAL DISTANCE BETWEEN UTILITIES IS LESS THAN
6 INCHES THE CONTRACTOR SHALL PROVIDE AN O.D. X
0.D. X 2.5 INCH ETHAFOAM PAD PER THE SPECIAL
PROVISIONS 7-08.3(2)J.

CALL COMMON GROUND ALLIANCE, 811, PRIOR TO
CONSTRUCTION.

ALL VEGETATION REMOVAL AND TRIMMING SHALL BE
APPROVED BY THE ENGINEER.

A TRAFFIC/PEDESTRIAN CONTROL PLAN MUST BE
PROVIDED TO THE TRANSPORTATION DEPARTMENT FOR
APPROVAL AT LEAST 10 DAYS PRIOR TO START OF
WORK.

DRIVEWAY ACCESS/EGRESS MUST BE MAINTAINED AT ALL
TIMES UNLESS OTHERWSE AGREED TO BY THE PROPERTY
OWNER.

WORK HOURS INVOLVING LANE CLOSURES WILL BE 8:30
AM TO 4:30 PM. NON-LANE CLOSURE WORK HOURS
WILL BE 7:00 AM TO 6:00 PM M—F. NO WORK MAY BE
PERFORMED OUTSIDE OF THESE HOURS WITHOUT
APPROVAL FROM THE PLANNING AND COMMUNITY
DEVELOPMENT DEPARTMENT.

DETECTABLE WARNINGS FOR NEW RAMPS SHALL CONSIST
OF RAISED TRUNCATED DOMES MEETING APPLICABLE
CHARACTERISTICS SPECIFIED BY THE ADA AND C.0.B.
STD. DRAWINGS TE—12 AND TE—13. MATERIAL FOR NEW
RAMPS SHALL BE "MODULAR PAVER SYSTEM" BY
ARMOR-TILE OR APPROVED EQUAL, APPLIED INTERGRAL
TO THE CONCRETE POURING OF THE RAMP. TRUNCATED
DOMES SHALL BE INTERSTATE YELLOW OR FEDERAL
YELLOW. INSTALLATION SHALL CONFORM TO
MANUFACTURER'S SPECIFICATIONS.

LEGEND

HIGH VISIBILITY FENCE
SILT FENCE / HIGH VISIBILITY FENCE

ASPHALT PAVEMENT REMOVAL AREA

PLANING BITIMINOUS PAVEMENT AREA

CEMENT CONCRETE REMOVAL AREA

LIMITS OF PAVEMENT REMOVAL

CLEARING LIMITS
CEMENT CONCRETE GUTTER REMOVAL

CONSTRUCTION NOTES

CATCH BASIN INLET PROTECTION PER WSDOT STD PLAN |-40.20-00

CEMENT CONCRETE CURB AND GUTTER REMOVAL

REMOVE EXISTING ACP OR CEMENT CONCRETE PAVEMENT AT DRIVEWAY.
SEE DRIVEWAY PROFILES, SHEETS XX—XX FOR REMOVAL LIMITS.

REMOVE EXISTING ACP FOR SWALE OR PLANTER STRIP. SEE ROADWAY
SECTIONS, SHEETS 3—X FOR REMOVAL LIMITS.

PERFORM 1.5” DEPTH ACP GRIND (PLANING BITIMINOUS PAVEMENT).
SEE ROADWAY SECTIONS, SHEETS 3—-X FOR REMOVAL LIMITS.

=

AL - NOT FOR CONSTRUCTION

REMOVE EXISTING CEMENT CONCRETE TRAFFIC CURB AND GUTTER.

REMOVE EXSITING CEMENT CONRETE GUTTER.
REMOVE EXISTING CEMENT CONCRETE SIDEWALK.

REMOVE EXISTING ACP FOR PROPOSED CURB INSTALLATION. SEE
ROADWAY SECTIONS, SHEETS 3-X FOR REMOVAL LIMITS.

®@ QO © ® O

REMOVE EXISTING CONCRETE PANEL OR ACP IN ROADWAY. SEE
CONCRETE PANEL INSTALLATION DETAILS, SHEET X FOR REMOVAL
LIMITS.

REMOVE 30 18" X 42" RUBBER SPEED BUMP PANELS.

O]
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MATCHLINE STA. 38+50
SEE SHEET 11

SEE ABOVE
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GENERAL NOTES CONSTRUCTION NOTES

1. THE CONTRACTOR SHALL POTHOLE ALL POTENTIAL
CONFLICTS WITH UTILITIES TO VERIFY THE HORIZONTAL
CON AND VERTICAL LOCATION OF EXISTING UTILITIES. WHERE
w/ | THE VERTICAL DISTANCE BETWEEN UTILITIES IS LESS THAN
6 INCHES THE CONTRACTOR SHALL PROVIDE AN O.D. X
0.D. X 2.5 INCH ETHAFOAM PAD PER THE SPECIAL

PROVISIONS 7—08.3(2)J.

2. CALL COMMON GROUND ALLIANCE, 811, PRIOR TO
CONSTRUCTION.

3. ALL VEGETATION REMOVAL AND TRIMMING SHALL BE
APPROVED BY THE ENGINEER.
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" S TN
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4. A TRAFFIC/PEDESTRIAN CONTROL PLAN MUST BE
PROVIDED TO THE TRANSPORTATION DEPARTMENT FOR
APPROVAL AT LEAST 10 DAYS PRIOR TO START OF
WORK.

5. DRIVEWAY ACCESS/EGRESS MUST BE MAINTAINED AT ALL

40+00

___CONST. ¢

TIMES UNLESS OTHERWISE AGREED TO BY THE PROPERTY
OWNER.
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6. WORK HOURS INVOLVING LANE CLOSURES WILL BE 8:30
AM TO 4:30 PM. NON—LANE CLOSURE WORK HOURS
WILL BE 7:00 AM TO 6:00 PM M-F. NO WORK MAY BE
PERFORMED OUTSIDE OF THESE HOURS WITHOUT

SEE BELOW
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APPROVAL FROM THE PLANNING AND COMMUNITY
DEVELOPMENT DEPARTMENT.

MATCHLINE STA. 42+00

7. DETECTABLE WARNINGS FOR NEW RAMPS SHALL CONSIST
OF RAISED TRUNCATED DOMES MEETING APPLICABLE
CHARACTERISTICS SPECIFIED BY THE ADA AND C.0.B.
STD. DRAWINGS TE—12 AND TE-13. MATERIAL FOR NEW
RAMPS SHALL BE "MODULAR PAVER SYSTEM" BY
ARMOR-TILE OR APPROVED EQUAL, APPLIED INTERGRAL
TO THE CONCRETE POURING OF THE RAMP. TRUNCATED
DOMES SHALL BE INTERSTATE YELLOW OR FEDERAL
YELLOW. INSTALLATION SHALL CONFORM TO
MANUFACTURER’S SPECIFICATIONS.

LEGEND

@ CATCH BASIN INLET PROTECTION PER WSDOT STD PLAN |-40.20-00

HIGH VISIBILITY FENCE
SILT FENCE / HIGH MSIBILITY FENCE

V//////A ASPHALT PAVEMENT REMOVAL AREA
AN

m PLANING BITIMINOUS PAVEMENT AREA

CEMENT CONCRETE REMOVAL AREA

——————— — LIMITS OF PAVEMENT REMOVAL

CEMENT CONCRETE CURB AND GUTTER REMOVAL
AN CLEARING LIMITS
([T CEMENT CONCRETE GUTTER REMOVAL

REMOVE EXISTING ACP OR CEMENT CONCRETE PAVEMENT AT DRIVEWAY.
SEE DRIVEWAY PROFILES, SHEETS XX—XX FOR REMOVAL LIMITS.

REMOVE EXISTING ACP FOR SWALE OR PLANTER STRIP. SEE ROADWAY
SECTIONS, SHEETS 3—X FOR REMOVAL LIMITS.

PERFORM 1.5” DEPTH ACP GRIND (PLANING BITIMINOUS PAVEMENT).
SEE ROADWAY SECTIONS, SHEETS 3—X FOR REMOVAL LIMITS.

REMOVE EXISTING CEMENT CONCRETE TRAFFIC CURB AND GUTTER.
REMOVE EXSITING CEMENT CONRETE GUTTER.
REMOVE EXISTING CEMENT CONCRETE SIDEWALK.

REMOVE EXISTING ACP FOR PROPOSED CURB INSTALLATION. SEE
ROADWAY SECTIONS, SHEETS 3—X FOR REMOVAL LIMITS.

REMOVE EXISTING CONCRETE PANEL OR ACP IN ROADWAY. SEE
CONCRETE PANEL INSTALLATION DETAILS, SHEET X FOR REMOVAL
LIMITS.

REMOVE 30 18” X 42" RUBBER SPEED BUMP PANELS.

AL - NOT FOR CONSTRUCTION
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| : LA\ ‘ j‘? 1. THE CONTRACTOR SHALL POTHOLE ALL POTENTIAL (1) REMOVE EXISTING ACP OR CEMENT CONCRETE PAVEMENT AT DRIVEWAY.
CONC. BLOCK o N TN CONFLICTS WITH UTILITIES TO VERIFY THE_HORIZONTAL SEE DRIVEWAY PROFILES, SHEETS XX—XX FOR REMOVAL LIMITS.
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- (5) REMOVE EXSITING CEMENT CONRETE GUTTER.
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PROVIDED TO THE TRANSPORTATION DEPARTMENT FOR
§ ° APPROVAL AT LEAST 10 DAYS PRIOR TO START OF (®) REMOVE EXISTING CEMENT CONCRETE SIDEWALK. U
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SEE BELOW

SEE SHEET 15

GENERAL NOTES

1.

THE CONTRACTOR SHALL POTHOLE ALL POTENTIAL
CONFLICTS WITH UTILITIES TO VERIFY THE HORIZONTAL
AND VERTICAL LOCATION OF EXISTING UTILITIES. WHERE
THE VERTICAL DISTANCE BETWEEN UTILITIES IS LESS THAN
6 INCHES THE CONTRACTOR SHALL PROVIDE AN 0.D. X
0.D. X 2.5 INCH ETHAFOAM PAD PER THE SPECIAL
PROVISIONS 7-08.3(2)J.

CALL COMMON GROUND ALLIANCE, 811, PRIOR TO
CONSTRUCTION.

ALL VEGETATION REMOVAL AND TRIMMING SHALL BE
APPROVED BY THE ENGINEER.

A TRAFFIC/PEDESTRIAN CONTROL PLAN MUST BE
PROVIDED TO THE TRANSPORTATION DEPARTMENT FOR
APPROVAL AT LEAST 10 DAYS PRIOR TO START OF
WORK.

DRIVEWAY ACCESS/EGRESS MUST BE MAINTAINED AT ALL
TIMES UNLESS OTHERWISE AGREED TO BY THE PROPERTY
OWNER.

WORK HOURS INVOLVING LANE CLOSURES WILL BE 8:30
AM TO 4:30 PM. NON-LANE CLOSURE WORK HOURS
WILL BE 7:00 AM TO 6:00 PM M—F. NO WORK MAY BE
PERFORMED OUTSIDE OF THESE HOURS WITHOUT
APPROVAL FROM THE PLANNING AND COMMUNITY
DEVELOPMENT DEPARTMENT.

DETECTABLE WARNINGS FOR NEW RAMPS SHALL CONSIST
OF RAISED TRUNCATED DOMES MEETING APPLICABLE
CHARACTERISTICS SPECIFIED BY THE ADA AND C.O.B.
STD. DRAWINGS TE—12 AND TE-13. MATERIAL FOR NEW
RAMPS SHALL BE "MODULAR PAVER SYSTEM" BY
ARMOR-TILE OR APPROVED EQUAL, APPLIED INTERGRAL
TO THE CONCRETE POURING OF THE RAMP. TRUNCATED
DOMES SHALL BE INTERSTATE YELLOW OR FEDERAL
YELLOW. INSTALLATION SHALL CONFORM TO
MANUFACTURER’S SPECIFICATIONS.

LEGEND

@ CATCH BASIN INLET PROTECTION PER WSDOT STD PLAN |-40.20-00

HIGH MISIBILITY FENCE

m PLANING BITIMINOUS PAVEMENT AREA

CONSTRUCTION NOTES

SILT FENCE / HIGH VISIBILITY FENCE

REMOVE EXISTING ACP OR CEMENT CONCRETE PAVEMENT AT DRIVEWAY.
SEE DRIVEWAY PROFILES, SHEETS XX—XX FOR REMOVAL LIMITS.

REMOVE EXISTING ACP FOR SWALE OR PLANTER STRIP. SEE ROADWAY
SECTIONS, SHEETS 3—X FOR REMOVAL LIMITS.

PERFORM 1.5” DEPTH ACP GRIND (PLANING BITIMINOUS PAVEMENT,
SEE ROADWAY SECTIONS, SHEETS 3—X FOR REMOVAL LIMITS.

REMOVE EXISTING CEMENT CONCRETE TRAFFIC CURB AND GUTTER.
REMOVE EXSITING CEMENT CONRETE GUTTER.
REMOVE EXISTING CEMENT CONCRETE SIDEWALK.

REMOVE EXISTING ACP FOR PROPOSED CURB INSTALLATION. SEE
ROADWAY SECTIONS, SHEETS 3-X FOR REMOVAL LIMITS.

UCTION

REMOVE EXISTING CONCRETE PANEL OR ACP IN ROADWAY. SEE
CONCRETE PANEL INSTALLATION DETAILS, SHEET X FOR REMOVAL
LIMITS.

@ QO © ® O

REMOVE 30 18” X 42" RUBBER SPEED BUMP PANELS.

©®

AL - NOT FOR CONST
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GENERAL NOTES CONSTRUCTION NOTES

REMOVE EXISTING ACP OR CEMENT CONCRETE PAVEMENT AT DRIVEWAY.
SEE DRIVEWAY PROFILES, SHEETS XX-XX FOR REMOVAL LIMITS.

1. THE CONTRACTOR SHALL POTHOLE ALL POTENTIAL
CONFLICTS WITH UTILITIES TO VERIFY THE HORIZONTAL
AND VERTICAL LOCATION OF EXISTING UTILITIES. WHERE
THE VERTICAL DISTANCE BETWEEN UTILITIES IS LESS THAN
6 INCHES THE CONTRACTOR SHALL PROVIDE AN 0.D. X
0.D. X 2.5 INCH ETHAFOAM PAD PER THE SPECIAL
PROVISIONS 7-08.3(2)J.

2. CALL COMMON GROUND ALLIANCE, 811, PRIOR TO
CONSTRUCTION.

REMOVE EXISTING ACP FOR SWALE OR PLANTER STRIP. SEE ROADWAY
SECTIONS, SHEETS 3—X FOR REMOVAL LIMITS.

PERFORM 1.5” DEPTH ACP GRIND (PLANING BITIMINOUS PAVEMENT). Z
SEE ROADWAY SECTIONS, SHEETS 3—X FOR REMOVAL LIMITS.

3. ALL VEGETATION REMOVAL AND TRIMMING SHALL BE REMOVE EXISTING CEMENT CONCRETE TRAFFIC CURB AND GUTTER.

APPROVED BY THE ENGINEER.

AL - NOT FOR CONSTRUCTIO

REMOVE EXSITING CEMENT CONRETE GUTTER.

4. A TRAFFIC/PEDESTRIAN CONTROL PLAN MUST BE
PROVIDED TO THE TRANSPORTATION DEPARTMENT FOR
APPROVAL AT LEAST 10 DAYS PRIOR TO START OF
WORK.

WALK /

ASPH

REMOVE EXISTING CEMENT CONCRETE SIDEWALK.

REMOVE EXISTING ACP FOR PROPOSED CURB INSTALLATION. SEE
ROADWAY SECTIONS, SHEETS 3—X FOR REMOVAL LIMITS.

5. DRIVEWAY ACCESS/EGRESS MUST BE MAINTAINED AT ALL
TIMES UNLESS OTHERWISE AGREED TO BY THE PROPERTY
OWNER.

108TH A
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REMOVE EXISTING CONCRETE PANEL OR ACP IN ROADWAY. SEE
6. WORK HOURS INVOLVING LANE CLOSURES WILL BE 8 30 CONCRETE PANEL INSTALLATION DETAILS, SHEET X FOR REMOVAL

AM TO 4:30 PM. NON-LANE CLOSURE WORK HOURS LIMITS.
WILL BE 7:00 AM TO 6:00 PM M—F. NO WORK MAY BE
PERFORMED OUTSIDE OF THESE HOURS WITHOUT
APPROVAL FROM THE PLANNING AND COMMUNITY
DEVELOPMENT DEPARTMENT.

®@ OO ©® ® O

—RAISED PAVEMENT MARKER
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REMOVE 30 18" X 42” RUBBER SPEED BUMP PANELS.
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7. DETECTABLE WARNINGS FOR NEW RAMPS SHALL CONSIST
OF RAISED TRUNCATED DOMES MEETING APPLICABLE
CHARACTERISTICS SPECIFIED BY THE ADA AND C.O.B.
STD. DRAWINGS TE—12 AND TE-13. MATERIAL FOR NEW
RAMPS SHALL BE "MODULAR PAVER SYSTEM" BY
ARMOR-TILE OR APPROVED EQUAL, APPLIED INTERGRAL
TO THE CONCRETE POURING OF THE RAMP. TRUNCATED
DOMES SHALL BE INTERSTATE YELLOW OR FEDERAL
YELLOW. INSTALLATION SHALL CONFORM TO
MANUFACTURER’S SPECIFICATIONS.

>
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@ CATCH BASIN INLET PROTECTION PER WSDOT STD PLAN |-40.20-00

HIGH MISIBILITY FENCE
SILT FENCE / HIGH VISIBILITY FENCE

V/////A ASPHALT PAVEMENT REMOVAL AREA
NN
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———————— LIMITS OF PAVEMENT REMOVAL
CEMENT CONCRETE CURB AND GUTTER REMOVAL

(T CEMENT CONCRETE GUTTER REMOVAL r—_d

20 40 60
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107TH AVE SE
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GENERAL NOTES

1. THE CONTRACTOR SHALL POTHOLE ALL POTENTIAL
CONFLICTS WITH UTILITIES TO VERIFY THE HORIZONTAL
AND VERTICAL LOCATION OF EXISTING UTILITIES. WHERE
THE VERTICAL DISTANCE BETWEEN UTILITIES IS LESS THAN
6 INCHES THE CONTRACTOR SHALL PROVIDE AN 0.D. X
0.D. X 2.5 INCH ETHAFOAM PAD PER THE SPECIAL
PROVISIONS 7-08.3(2)J.

2. CALL COMMON GROUND ALLIANCE, 811, PRIOR TO
CONSTRUCTION.

3. ALL VEGETATION REMOVAL AND TRIMMING SHALL BE
APPROVED BY THE ENGINEER.

4. A TRAFFIC/PEDESTRIAN CONTROL PLAN MUST BE
PROVIDED TO THE TRANSPORTATION DEPARTMENT FOR
APPROVAL AT LEAST 10 DAYS PRIOR TO START OF
WORK.

5. DRIVEWAY ACCESS/EGRESS MUST BE MAINTAINED AT ALL
TIMES UNLESS OTHERWISE AGREED TO BY THE PROPERTY

OWNER.

6. WORK HOURS INVOLVING LANE CLOSURES WILL BE 8:30
AM TO 4:30 PM. NON-LANE CLOSURE WORK HOURS

WILL BE 7:00 AM TO 6:00 PM M—F. NO WORK MAY BE
PERFORMED OUTSIDE OF THESE HOURS WITHOUT
APPROVAL FROM THE PLANNING AND COMMUNITY

®

=0 108TH AVE SE

CONST. ¢

DEVELOPMENT DEPARTMENT.

SEE SHEET 17

7. DETECTABLE WARNINGS FOR NEW RAMPS SHALL CONSIST
OF RAISED TRUNCATED DOMES MEETING APPLICABLE

MATCHLINE ~ STA. 14+00

CHARACTERISTICS SPECIFIED BY THE ADA AND C.O.B.

STD. DRAWINGS TE—12 AND TE—13. MATERIAL FOR NEW

RAMPS SHALL BE "MODULAR PAVER SYSTEM” BY
ARMOR-TILE OR APPROVED EQUAL, APPLIED INTERGRAL

TO THE CONCRETE POURING OF THE RAMP. TRUNCATED
DOMES SHALL BE INTERSTATE YELLOW OR FEDERAL
YELLOW. INSTALLATION SHALL CONFORM TO
MANUFACTURER’S SPECIFICATIONS.

RAISED CONC. P|

NN N NN NN

BLDG

120

100

80

40

NOTE: ALL OFFSET DIMENSIONS ARE TO THE
CENTER OF STRUCTURE UNLESS OTHERWISE NOTED

EXISTING GROUND
AT CONST. ¢

LEGEND

PROPOSED DRIVEWAY

CONSTRUCTION NOTES

CONSTRUCT DRIVEWAY PER DETAILS, SHEETS __ — _
CONSTRUCT ASPHALT PATH PER ROADWAY SECTIONS, SHEET 3
ADJUST WATER METER BOX TO FINISHED GRADE

ADJUST WATER VALVE BOX TO FINISHED GRADE

ADJUST GAS VALVE BOX TO FINISHED GRADE

RESET FIRE HYDRANT

ADJUST MANHOLE TO FINISHED GRADE PER COB STD DWG ROW-8
ADJUST MONUMENT CASE AND COVER TO FINISHED GRADE

RELOCATE UTILITY POLE BY OTHERS (PUGET SOUND ENERGY)

® @EO0POOO®EO

CONSTRUCT FOUNDATIONS AND RELCATE EXISTING MAILBOX TYPE
2. SEE SHEET & FOR ADDITIONAL DETAILS

CONSTRUCT NEW MAILBOX TYPE 1. SEE SHEET 6 FOR ADDITIONAL
DETAILS

CONSTRUCT NEW MAILBOX TYPE 2. SEE SHEET 6 FOR ADDITIONAL
DETAILS

INSTALL CAST IN PLACE DETECTABLE WARNING MAT

CONSTRUCTION

CONSTRUCT CURB RAMP TYPE 1 PER COB STD DWG TE-12
CONSTRUCT CURB RAMP TYPE 2 PER COB STD DWG TE-13
CONSTRUCT MODIFIED CURB RAMP TYPE 2 PER DETAILS, SHEET 7
CONSTRUCT MODIFIED CURB RAMP TYPE 4A PER DETAILS, SHEET

CONSTRUCT MODIFIED CURB RAMP TYPE 4B PER DETAILS, SHEET

PEROGEA®E® ® O
FOR

CONSTRUCT RESIDENTIAL DRIVEWAY APPROACH PER COB STD DWG
DEV—7A. SEE SHEET __ FOR ADDITIONAL DETAILS

®

CONSTRUCT CURB, GUTTER, SIDEWALK AND HMA PATCH PER TYPI
SECTIONS, SHEET 4

®

EXTEND SIDEWALK TO MATCH EXISTING CONRETE PATH

DRAINAGE NOTES

[1] PROVIDE AND INSTALL ...

AL - NOT

MATCHLINE ~ STA. 14+00
SEE SHEET 17

11+00

12+00

PROFILE

13+00

14+00

1.5" DEPTH HMA OVERLAY

FULL DEPTH HMA PATH / ROADWAY / GUTTER

LANDSCAPE STRIP / SWALE

CEMENT CONCRETE SIDEWALK

STORM DRAIN CATCH BASIN TYPE 1
STORM DRAIN CATCH BASIN TYPE 2
MAILBOX TYPE 1
MAILBOX TYPE 2
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NOTE: ALL OFFSET DIMENSIONS ARE TO THE
CENTER OF STRUCTURE UNLESS OTHERWISE NOTED
14+00 15+00 16+00 17+00

GENERAL NOTES

Co

NSTRUCTION NOTES

1.

PROFILE

THE CONTRACTOR SHALL POTHOLE ALL POTENTIAL
CONFLICTS WITH UTILITIES TO VERIFY THE HORIZONTAL
AND VERTICAL LOCATION OF EXISTING UTILITIES. WHERE
THE VERTICAL DISTANCE BETWEEN UTILITIES IS LESS THAN
6 INCHES THE CONTRACTOR SHALL PROVIDE AN 0.D. X
O0.D. X 2.5 INCH ETHAFOAM PAD PER THE SPECIAL
PROVISIONS 7-08.3(2)J.

CALL COMMON GROUND ALLIANCE, 811, PRIOR TO
CONSTRUCTION.

ALL VEGETATION REMOVAL AND TRIMMING SHALL BE
APPROVED BY THE ENGINEER.

A TRAFFIC/PEDESTRIAN CONTROL PLAN MUST BE
PROVIDED TO THE TRANSPORTATION DEPARTMENT FOR
APPROVAL AT LEAST 10 DAYS PRIOR TO START OF
WORK.

DRIVEWAY ACCESS/EGRESS MUST BE MAINTAINED AT ALL
TIMES UNLESS OTHERWISE AGREED TO BY THE PROPERTY
OWNER.

@EPEEPLOOE®OO

WORK HOURS INVOLVING LANE CLOSURES WILL BE 8:30
AM TO 4:30 PM. NON-LANE CLOSURE WORK HOURS
WILL BE 7:00 AM TO 6:00 PM M—F. NO WORK MAY BE
PERFORMED OUTSIDE OF THESE HOURS WITHOUT
APPROVAL FROM THE PLANNING AND COMMUNITY
DEVELOPMENT DEPARTMENT.

DETECTABLE WARNINGS FOR NEW RAMPS SHALL CONSIST
OF RAISED TRUNCATED DOMES MEETING APPLICABLE
CHARACTERISTICS SPECIFIED BY THE ADA AND C.O.B.
STD. DRAWINGS TE—12 AND TE—13. MATERIAL FOR NEW
RAMPS SHALL BE "MODULAR PAVER SYSTEM” BY
ARMOR-TILE OR APPROVED EQUAL, APPLIED INTERGRAL
TO THE CONCRETE POURING OF THE RAMP. TRUNCATED
DOMES SHALL BE INTERSTATE YELLOW OR FEDERAL
YELLOW. INSTALLATION SHALL CONFORM TO
MANUFACTURER’S SPECIFICATIONS.

@POPOE®O ® O

®

DRAINAGE NOTES

CONSTRUCT DRIVEWAY PER DETAILS, SHEETS __ — _
CONSTRUCT ASPHALT PATH PER ROADWAY SECTIONS, SHEET 3
ADJUST WATER METER BOX TO FINISHED GRADE

ADJUST WATER VALVE BOX TO FINISHED GRADE

ADJUST GAS VALVE BOX TO FINISHED GRADE

RESET FIRE HYDRANT

ADJUST MANHOLE TO FINISHED GRADE PER COB STD DWG ROW-8,
ADJUST MONUMENT CASE AND COVER TO FINISHED GRADE
RELOCATE UTILITY POLE BY OTHERS (PUGET SOUND ENERGY)

CONSTRUCT FOUNDATIONS AND RELCATE EXISTING MAILBOX TYPE
2. SEE SHEET 6 FOR ADDITIONAL DETAILS

CONSTRUCT NEW MAILBOX TYPE 1. SEE SHEET 6 FOR ADDITIONAL
DETAILS

STRUCTION

CONSTRUCT NEW MAILBOX TYPE 2. SEE SHEET 6 FOR ADDITIONALZ
DETAILS

INSTALL CAST IN PLACE DETECTABLE WARNING MAT

CcO

CONSTRUCT CURB RAMP TYPE 1 PER COB STD DWG TE-12
CONSTRUCT CURB RAMP TYPE 2 PER COB STD DWG TE-13
CONSTRUCT MODIFIED CURB RAMP TYPE 2 PER DETAILS, SHEET 7
CONSTRUCT MODIFIED CURB RAMP TYPE 4A PER DETAILS, SHEET
CONSTRUCT MODIFIED CURB RAMP TYPE 4B PER DETAILS, SHEET &

CONSTRUCT RESIDENTIAL DRIVEWAY APPROACH PER COB STD DWG
DEV-7A. SEE SHEET __ FOR ADDITIONAL DETAILS

CONSTRUCT CURB, GUTTER, SIDEWALK AND HMA PATCH PER TYPI
SECTIONS, SHEET 4

EXTEND SIDEWALK TO MATCH EXISTING CONRETE PATH

LEGEND

PROPOSED DRIVEWAY

1.5" DEPTH HMA OVERLAY

FULL DEPTH HMA PATH / ROADWAY / GUTTER

LANDSCAPE STRIP / SWALE

CEMENT CONCRETE SIDEWALK

STORM DRAIN CATCH BASIN TYPE 1
STORM DRAIN CATCH BASIN TYPE 2
MAILBOX TYPE 1
MAILBOX TYPE 2

]
NN
C)
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MATCHLINE STA. 17+50

MATCHLINE ~ STA. 17+50

SEE SHEET 17

SEE SHEET 17
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CONSTRUCTION NOTES

THE CONTRACTOR SHALL POTHOLE ALL POTENTIAL
CONFLICTS WITH UTILITIES TO VERIFY THE HORIZONTAL
AND VERTICAL LOCATION OF EXISTING UTILITIES. WHERE
THE VERTICAL DISTANCE BETWEEN UTILITIES IS LESS THAN
6 INCHES THE CONTRACTOR SHALL PROVIDE AN 0.D. X
O0.D. X 2.5 INCH ETHAFOAM PAD PER THE SPECIAL
PROVISIONS 7-08.3(2)J.

CALL COMMON GROUND ALLIANCE, 811, PRIOR TO
CONSTRUCTION.

ALL VEGETATION REMOVAL AND TRIMMING SHALL BE
APPROVED BY THE ENGINEER.

A TRAFFIC/PEDESTRIAN CONTROL PLAN MUST BE
PROVIDED TO THE TRANSPORTATION DEPARTMENT FOR
APPROVAL AT LEAST 10 DAYS PRIOR TO START OF
WORK.

DRIVEWAY ACCESS/EGRESS MUST BE MAINTAINED AT ALL
TIMES UNLESS OTHERWISE AGREED TO BY THE PROPERTY
OWNER.

GECNCRONORONONOXOXG)

WORK HOURS INVOLVING LANE CLOSURES WILL BE 8:30
AM TO 4:30 PM. NON-LANE CLOSURE WORK HOURS
WILL BE 7:00 AM TO 6:00 PM M—F. NO WORK MAY BE
PERFORMED OUTSIDE OF THESE HOURS WITHOUT
APPROVAL FROM THE PLANNING AND COMMUNITY
DEVELOPMENT DEPARTMENT.

DETECTABLE WARNINGS FOR NEW RAMPS SHALL CONSIST
OF RAISED TRUNCATED DOMES MEETING APPLICABLE
CHARACTERISTICS SPECIFIED BY THE ADA AND C.O.B.
STD. DRAWINGS TE—12 AND TE—13. MATERIAL FOR NEW
RAMPS SHALL BE "MODULAR PAVER SYSTEM” BY
ARMOR-TILE OR APPROVED EQUAL, APPLIED INTERGRAL
TO THE CONCRETE POURING OF THE RAMP. TRUNCATED
DOMES SHALL BE INTERSTATE YELLOW OR FEDERAL
YELLOW. INSTALLATION SHALL CONFORM TO
MANUFACTURER’S SPECIFICATIONS.

® PPPPOG®G® ® O

®

DRAINAGE NOTES

CONSTRUCT DRIVEWAY PER DETAILS, SHEETS __ - —_
CONSTRUCT ASPHALT PATH PER ROADWAY SECTIONS, SHEET 3
ADJUST WATER METER BOX TO FINISHED GRADE

ADJUST WATER VALVE BOX TO FINISHED GRADE

ADJUST GAS VALVE BOX TO FINISHED GRADE

RESET FIRE HYDRANT

ADJUST MANHOLE TO FINISHED GRADE PER COB STD DWG ROW-8
ADJUST MONUMENT CASE AND COVER TO FINISHED GRADE
RELOCATE UTILITY POLE BY OTHERS (PUGET SOUND ENERGY)

CONSTRUCT FOUNDATIONS AND RELCATE EXISTING MAILBOX TYPE
2. SEE SHEET 6 FOR ADDITIONAL DETAILS

CONSTRUCT NEW MAILBOX TYPE 1. SEE SHEET 6 FOR ADDITIONAL
DETAILS

STRUCTION

CONSTRUCT NEW MAILBOX TYPE 2. SEE SHEET 6 FOR ADDITIONAL Z
DETAILS

INSTALL CAST IN PLACE DETECTABLE WARNING MAT

CcO

CONSTRUCT CURB RAMP TYPE 1 PER COB STD DWG TE-12
CONSTRUCT CURB RAMP TYPE 2 PER COB STD DWG TE-13
CONSTRUCT MODIFIED CURB RAMP TYPE 2 PER DETAILS, SHEET 7 @
CONSTRUCT MODIFIED CURB RAMP TYPE 4A PER DETAILS, SHEET

CONSTRUCT MODIFIED CURB RAMP TYPE 4B PER DETAILS, SHEET &

CONSTRUCT RESIDENTIAL DRIVEWAY APPROACH PER COB STD DWG
DEV—7A. SEE SHEET __ FOR ADDITIONAL DETAILS

CONSTRUCT CURB, GUTTER, SIDEWALK AND HMA PATCH PER TYPIC
SECTIONS, SHEET 4

EXTEND SIDEWALK TO MATCH EXISTING CONRETE PATH

LEGEND

PROPOSED DRIVEWAY

1.5" DEPTH HMA OVERLAY

FULL DEPTH HMA PATH / ROADWAY / GUTTER

LANDSCAPE STRIP / SWALE

CEMENT CONCRETE SIDEWALK

STORM DRAIN CATCH BASIN TYPE 1
STORM DRAIN CATCH BASIN TYPE 2
MAILBOX TYPE 1
MAILBOX TYPE 2
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D 1

GENERAL NOTES

THE CONTRACTOR SHALL POTHOLE ALL POTENTIAL
CONFLICTS WITH UTILITIES TO VERIFY THE HORIZONTAL
AND VERTICAL LOCATION OF EXISTING UTILITIES. WHERE
THE VERTICAL DISTANCE BETWEEN UTILITIES IS LESS THAN
6 INCHES THE CONTRACTOR SHALL PROVIDE AN 0.D. X
0.D. X 2.5 INCH ETHAFOAM PAD PER THE SPECIAL
PROVISIONS 7-08.3(2)J.

CONSTRUCTION NOTES

CONSTRUCT DRIVEWAY PER DETAILS, SHEETS __ — _

CONSTRUCT ASPHALT PATH PER ROADWAY SECTIONS, SHEET 3

ADJUST WATER METER BOX TO FINISHED GRADE

2. CALL COMMON GROUND ALLIANCE, 811, PRIOR TO (9)  ADUUST WATER VALVE BOX TO FINISHED GRADE
CONSTRUCTION.
(5) ADJUST GAS VALVE BOX TO FINISHED GRADE O
3. ALL VEGETATION REMOVAL AND TRIMMING SHALL BE
APPROVED BY THE ENGINEER.
10712 (8) RESET FIRE HYDRANT |
4. A TRAFFIC/PEDESTRIAN CONTROL PLAN MUST BE
30TH ST" SIGN PROVIDED TO THE TRANSPORTATION DEPARTMENT FOR @ ADJUST MANHOLE TO FINISHED GRADE PER COB STD DWG ROW-8
/EDGE BTALL HEDGH APPROVAL AT LEAST 10 DAYS PRIOR TO START OF
WORK. ADJUST MONUMENT CASE AND COVER TO FINISHED GRADE
ROW "BUS S
o e et 1Y 5. DRIVEWAY ACCESS/EGRESS MUST BE MAINTAINED AT ALL
Q © TIMES UNLESS OTHERWISE AGREED TO BY THE PROPERTY (9) RELOCATE UTILITY POLE BY OTHERS (PUGET SOUND ENERGY)
OWNER. @
- \ <
Nw R — ~Ng 6. WORK HOURS INVOLVING LANE CLOSURES WILL BE 8: 30 CONSTRUCT FOUNDATIONS AND RELCATE EXISTING MAILBOX TYPE
S b s Ab— e " AM TO 4:30 PM. NON-LANE CLOSURE WORK HOURS 2. SEE SHEET & FOR ADDITIONAL DETAILS H='
Zn] C/SRIPIG - 23n] WILL BE 7:00 AM TO 6:00 PM M—F. NO WORK MAY BE
i < PERFORMED OUTSIDE OF THESE HOURS WITHOUT () CONSTRUCT NEW MAILBOX TYPE 1. SEE SHEET 6 FOR ADDITIONAL m
w” Joo 25+00 CONST. € W APPROVAL FROM THE PLANNING AND COMMUNITY DETAILS
34 : : 5 ﬁ DEVELOPMENT DEPARTMENT. Z
5 108TH AVE SE 5 . DETECTABLE WARNINGS FOR NEW RAMPS SHALL CONSIST (2) CONSTRUCT NEW MAILBOX TYPE 2. SEE SHEET 6 FOR ADDITIONAL
< e = < OF RAISED TRUNCATED DOMES MEETING APPLICABLE DETAILS
D St st AT e o S TR =~ U AR I SO f s CHARACTERISTICS SPECIFIED BY THE ADA AND C.O.B.
STD. DRAWINGS TE-12 AND TE—13. MATERIAL FOR NEW ({3 INSTALL CAST IN PLACE DETECTABLE WARNING MAT
RAMPS SHALL BE "MODULAR PAVER SYSTEM” BY
> ARMOR-TILE OR APPROVED EQUAL, APPLIED INTERGRAL _ Q »
SRRRIIBIER O o D B AP LED N TERCRAL CONSTRUCT CURB RAMP TYPE 1 PER COB STD DWG TE-12
B DOMES SHALL BE INTERSTATE YELLOW OR FEDERAL
YELLOW. INSTALLATION SHALL CONFORM TO @ CONSTRUCT CURB RAMP TYPE 2 PER COB STD DWG TE-13
MANUFACTURER’S SPECIFICATIONS. m
e e CONSTRUCT MODIFIED CURB RAMP TYPE 2 PER DETAILS, SHEET 7
W/PEBBLE
(i7) CONSTRUCT MODIFIED CURB RAMP TYPE 4A PER DETAILS, SHEET O
CONSTRUCT MODIFIED CURB RAMP TYPE 4B PER DETAILS, SHEET 7‘“ |
CONSTRUCT RESIDENTIAL DRIVEWAY APPROACH PER COB STD DWG
DEV—7A. SEE SHEET __ FOR ADDITIONAL DETAILS
CONSTRUCT CURB, GUTTER, SIDEWALK AND HMA PATCH PER TYPICl%
SECTIONS, SHEET 4
@1) EXTEND SIDEWALK TO MATCH EXISTING CONRETE PATH Z
DRAINAGE NOTES :
160 PROVIDE AND INSTALL .....
EXISTING GROUND
AT CONST. ¢ \ z
i T LEGEND
o |40 SRS SR o === m
o b= rs}
* 3 PROPOSED DRIVEWAY
< < .
AT P 5 [ ] 15" oePm Hwa overLay m
y T
wa w N
Zu Zu N\  FULL DEPTH HMA PATH / ROADWAY / GUTTER o
g 100 > LANDSCAPE STRIP / SWALE O
=
CEMENT CONCRETE SIDEWALK ( v )
80 m STORM DRAIN CATCH BASIN TYPE 1
) STORM DRAIN CATCH BASIN TYPE 2
NOTE: ALL OFFSET DIMENSIONS ARE TO THE = MAILBOX TYPE 1
CENTER OF STRUCTURE UNLESS OTHERWISE NOTED MALBOX TYPE 2
21400 22+00 23+00 24+00
NO. | DATE | BY | APPR. REVISIONS Approved By K. POTUZAK 12/01/09 A o R ADWAY / DRA'NAGE
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MATCHLINE STA. 24+50

SEE SHEET 19

GENERAL NOTES

S B 1

MATCHLINE  STA. 24450
SEE SHEET 19

-
3 (] 2
2 )
-
g 3
107012 o) 10706 2808 | 2804 -
N | .
il ) :
?‘SPH o ",V*EDGE OF 25'TALL CEDAR
o 5.
o
+
0
ol
%
26+‘00 CONST. ¢ | ‘ fo 27+‘OO ‘ 28 % w
‘ ‘ — Zu
Q 108TH AVE SE L
5 EC/STRIPING e
N TS I 3
,CONG STRIP _
CON s
' ; T
RIS 3 o
SRS
1
‘ <
‘ £DG! e
| CARPORT | "
| ! FEN
| ‘ W/LATTICE
-CONC
/ | | CONC 2826 2818
160
EXISTING GROUND
AT CONST. ¢ \
140 T T
o
+
[oe]
Y&
<
120 hi
T
w (3}
Zu
2h
O
100 |
=
80
NOTE: ALL OFFSET DIMENSIONS ARE TO THE
CENTER OF STRUCTURE UNLESS OTHERWISE NOTED
25+00 26+00 27+00 28+00

PROFILE

THE CONTRACTOR SHALL POTHOLE ALL POTENTIAL
CONFLICTS WITH UTILITIES TO VERIFY THE HORIZONTAL
AND VERTICAL LOCATION OF EXISTING UTILITIES. WHERE
THE VERTICAL DISTANCE BETWEEN UTILITIES IS LESS THAN
6 INCHES THE CONTRACTOR SHALL PROVIDE AN 0.D. X
0.D. X 2.5 INCH ETHAFOAM PAD PER THE SPECIAL
PROVISIONS 7-08.3(2)J.

CALL COMMON GROUND ALLIANCE, 811, PRIOR TO
CONSTRUCTION.

ALL VEGETATION REMOVAL AND TRIMMING SHALL BE
APPROVED BY THE ENGINEER.

A TRAFFIC/PEDESTRIAN CONTROL PLAN MUST BE
PROVIDED TO THE TRANSPORTATION DEPARTMENT FOR
APPROVAL AT LEAST 10 DAYS PRIOR TO START OF
WORK.

DRIVEWAY ACCESS/EGRESS MUST BE MAINTAINED AT ALL
TIMES UNLESS OTHERWISE AGREED TO BY THE PROPERTY
OWNER.

WORK HOURS INVOLVING LANE CLOSURES WILL BE 8:30
AM TO 4:30 PM. NON-LANE CLOSURE WORK HOURS
WILL BE 7:00 AM TO 6:00 PM M—F. NO WORK MAY BE
PERFORMED OUTSIDE OF THESE HOURS WITHOUT
APPROVAL FROM THE PLANNING AND COMMUNITY
DEVELOPMENT DEPARTMENT.

DETECTABLE WARNINGS FOR NEW RAMPS SHALL CONSIST
OF RAISED TRUNCATED DOMES MEETING APPLICABLE
CHARACTERISTICS SPECIFIED BY THE ADA AND C.O.B.
STD. DRAWINGS TE—12 AND TE—13. MATERIAL FOR NEW
RAMPS SHALL BE "MODULAR PAVER SYSTEM” BY
ARMOR-TILE OR APPROVED EQUAL, APPLIED INTERGRAL
TO THE CONCRETE POURING OF THE RAMP. TRUNCATED
DOMES SHALL BE INTERSTATE YELLOW OR FEDERAL
YELLOW. INSTALLATION SHALL CONFORM TO
MANUFACTURER’S SPECIFICATIONS.

LEGEND

PROPOSED DRIVEWAY
1.5" DEPTH HMA OVERLAY
FULL DEPTH HMA PATH / ROADWAY / GUTTER

LANDSCAPE STRIP / SWALE

]
NN

CEMENT CONCRETE SIDEWALK

STORM DRAIN CATCH BASIN TYPE 1
STORM DRAIN CATCH BASIN TYPE 2
MAILBOX TYPE 1
MAILBOX TYPE 2

8 @m=

CONSTRUCTION NOTES

CJONORORONOXORONORC)

@RPOP®OE® ® O

® ®

DRAINAGE NOTES

CONSTRUCT DRIVEWAY PER DETAILS, SHEETS __ — —
CONSTRUCT ASPHALT PATH PER ROADWAY SECTIONS, SHEET 3
ADJUST WATER METER BOX TO FINISHED GRADE

ADJUST WATER VALVE BOX TO FINISHED GRADE

ADJUST GAS VALVE BOX TO FINISHED GRADE

RESET FIRE HYDRANT

ADJUST MANHOLE TO FINISHED GRADE PER COB STD DWG ROW-38,
ADJUST MONUMENT CASE AND COVER TO FINISHED GRADE

RELOCATE UTILITY POLE BY OTHERS (PUGET SOUND ENERGY)

CONSTRUCT FOUNDATIONS AND RELCATE EXISTING MAILBOX TYPE
2. SEE SHEET 6 FOR ADDITIONAL DETAILS

CONSTRUCT NEW MAILBOX TYPE 1. SEE SHEET 6 FOR ADDITIONAL
DETAILS

STRUCTION

CONSTRUCT NEW MAILBOX TYPE 2. SEE SHEET 6 FOR ADDITIONALZ
DETAILS

INSTALL CAST IN PLACE DETECTABLE WARNING MAT

CONSTRUCT CURB RAMP TYPE 1 PER COB STD DWG TE-12

CO

CONSTRUCT CURB RAMP TYPE 2 PER COB STD DWG TE-13
CONSTRUCT MODIFIED CURB RAMP TYPE 2 PER DETAILS, SHEET 7@
CONSTRUCT MODIFIED CURB RAMP TYPE 4A PER DETAILS, SHEET

CONSTRUCT MODIFIED CURB RAMP TYPE 4B PER DETAILS, SHEET

FO

CONSTRUCT RESIDENTIAL DRIVEWAY APPROACH PER COB STD DWG
DEV—7A. SEE SHEET __ FOR ADDITIONAL DETAILS

CONSTRUCT CURB, GUTTER, SIDEWALK AND HMA PATCH PER TYPI
SECTIONS, SHEET 4

EXTEND SIDEWALK TO MATCH EXISTING CONRETE PATH

(1]

AL - NOT

PROVIDE AND INSTALL .....
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MATCHLINE STA. 28+00

MATCHLINE STA. 28400

SEE SHEET 20

SEE SHEET 20

2804

SE 28TH ST

S 1

2730 l

7' WOOD FENCE

GENERAL NOTES

THE CONTRACTOR SHALL POTHOLE ALL POTENTIAL
CONFLICTS WITH UTILITIES TO VERIFY THE HORIZONTAL
AND VERTICAL LOCATION OF EXISTING UTILITIES. WHERE
THE VERTICAL DISTANCE BETWEEN UTILITIES IS LESS THAN
6 INCHES THE CONTRACTOR SHALL PROVIDE AN 0.D. X
0.D. X 2.5 INCH ETHAFOAM PAD PER THE SPECIAL
PROVISIONS 7-08.3(2)J.

2. CALL COMMON GROUND ALLIANCE, 811, PRIOR TO
CONSTRUCTION.

3. ALL VEGETATION REMOVAL AND TRIMMING SHALL BE
APPROVED BY THE ENGINEER.

2720 4. A TRAFFIC/PEDESTRIAN CONTROL PLAN MUST BE

PROVIDED TO THE TRANSPORTATION DEPARTMENT FOR

APPROVAL AT LEAST 10 DAYS PRIOR TO START OF

WORK.

5. DRIVEWAY ACCESS/EGRESS MUST BE MAINTAINED AT ALL
TIMES UNLESS OTHERWISE AGREED TO BY THE PROPERTY
OWNER.

6. WORK HOURS INVOLVING LANE CLOSURES WILL BE 8:30
AM TO 4:30 PM. NON-LANE CLOSURE WORK HOURS

EC/STRIPING

CONST. &

PHOTO

30500710

\—"BUS STOP" SIG

WILL BE 7:00 AM TO 6:00 PM M—F. NO WORK MAY BE
PERFORMED OUTSIDE OF THESE HOURS WITHOUT
APPROVAL FROM THE PLANNING AND COMMUNITY
DEVELOPMENT DEPARTMENT.

29+00

108TH AVE SE

SEE SHEET 22

7. DETECTABLE WARNINGS FOR NEW RAMPS SHALL CONSIST
OF RAISED TRUNCATED DOMES MEETING APPLICABLE

MATCHLINE  STA. 31+50

CHARACTERISTICS SPECIFIED BY THE ADA AND C.O.B.

STD. DRAWINGS TE—12 AND TE—13. MATERIAL FOR NEW

|
S'T{L*
HANDRAIL
TALL

ARFA DRAIN HANDRAIL

'SE 28TH ST [

RAMPS SHALL BE "MODULAR PAVER SYSTEM” BY
ARMOR-TILE OR APPROVED EQUAL, APPLIED INTERGRAL
TO THE CONCRETE POURING OF THE RAMP. TRUNCATED
DOMES SHALL BE INTERSTATE YELLOW OR FEDERAL
YELLOW. INSTALLATION SHALL CONFORM TO
MANUFACTURER’S SPECIFICATIONS.

160

120

100

80

NOTE: ALL OFFSET DIMENSIONS ARE TO THE
CENTER OF STRUCTURE UNLESS OTHERWISE NOTED

EXISTING GROUND
AT CONST. ¢ \

LEGEND

PROPOSED DRIVEWAY

31450

SEE SHEET 22

1.5" DEPTH HMA OVERLAY

FULL DEPTH HMA PATH / ROADWAY / GUTTER

LANDSCAPE STRIP / SWALE

]
NN

MATCHLINE ~ STA.

CEMENT CONCRETE SIDEWALK

STORM DRAIN CATCH BASIN TYPE 1
STORM DRAIN CATCH BASIN TYPE 2
MAILBOX TYPE 1
MAILBOX TYPE 2

8 @m=

28+00

29+00

30+00

PROFILE

31+00

CONSTRUCTION NOTES

CONSTRUCT DRIVEWAY PER DETAILS, SHEETS __ — _
CONSTRUCT ASPHALT PATH PER ROADWAY SECTIONS, SHEET 3
ADJUST WATER METER BOX TO FINISHED GRADE

ADJUST WATER VALVE BOX TO FINISHED GRADE

ADJUST GAS VALVE BOX TO FINISHED GRADE

RESET FIRE HYDRANT

ADJUST MANHOLE TO FINISHED GRADE PER COB STD DWG ROW-8
ADJUST MONUMENT CASE AND COVER TO FINISHED GRADE

RELOCATE UTILITY POLE BY OTHERS (PUGET SOUND ENERGY)

GJONORONONCRONCKOKC)
RUCTION

CONSTRUCT FOUNDATIONS AND RELCATE EXISTING MAILBOX TYPE
2. SEE SHEET 6 FOR ADDITIONAL DETAILS

CONSTRUCT NEW MAILBOX TYPE 1. SEE SHEET 6 FOR ADDITIONAL
DETAILS

CONSTRUCT NEW MAILBOX TYPE 2. SEE SHEET 6 FOR ADDITIONAL z
DETAILS
INSTALL CAST IN PLACE DETECTABLE WARNING MAT

CONSTRUCT CURB RAMP TYPE 1 PER COB STD DWG TE-12

CO

CONSTRUCT CURB RAMP TYPE 2 PER COB STD DWG TE-13

CONSTRUCT MODIFIED CURB RAMP TYPE 2 PER DETAILS, SHEET 7 m
CONSTRUCT MODIFIED CURB RAMP TYPE 4A PER DETAILS, SHEET 7©
CONSTRUCT MODIFIED CURB RAMP TYPE 4B PER DETAILS, SHEET 7

CONSTRUCT RESIDENTIAL DRIVEWAY APPROACH PER COB STD DWG
DEV-7A. SEE SHEET __ FOR ADDITIONAL DETAILS

CONSTRUCT CURB, GUTTER, SIDEWALK AND HMA PATCH PER TYPIC%
SECTIONS, SHEET 4

® PEPOPLOGEE® ® O

EXTEND SIDEWALK TO MATCH EXISTING CONRETE PATH

®

AL - NO

DRAINAGE NOTES

PROVIDE AND INSTALL
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GENERAL NOTES

CONSTRUCTION NOTES

HEEE S e . Al Al
" CONFLCTS WITH UTLHIES 10 VERIFY THE HORIZONTAL (1) CONSTRUCT DRIVEWAY PER DETALS, SHEETS __ —  __
AND VERTICAL LOCATION OF EXISTING UTILITIES. WHERE
THE VERTICAL DISTANCE BETWEEN UTILITIES IS LESS THAN (2) CONSTRUCT ASPHALT PATH PER ROADWAY SECTIONS, SHEET 3
| 6 INCHES THE CONTRACTOR SHALL PROVIDE AN 0.D. X
I gthS wééhssw;%ag?zA)ZOAM PAD PER THE SPECIAL (3) ADJUST WATER METER BOX TO FINISHED GRADE Z
2. CALL COMMON GROUND ALLIANCE, 811, PRIOR TO @ ADJUST WATER VALVE BOX TO FINISHED GRADE
4 NEIGHBORMHOOD CONSTRUCTION. O
8 ADJUST GAS VALVE BOX TO FINISHED GRADE
& 3. ALL VEGETATION REMOVAL AND TRIMMING SHALL BE ® -
APPROVED BY THE ENGINEER. (®) RESET FIRE HYDRANT "
4. A TRAFFIC/PEDESTRIAN CONTROL PLAN MUST BE H
PROVIDED TO THE TRANSPORTATION DEPARTMENT FOR @ ADJUST MANHOLE TO FINISHED GRADE PER COB STD DWG ROW-8
APPROVAL AT LEAST 10 DAYS PRIOR TO START OF
WORK. ADJUST MONUMENT CASE AND COVER TO FINISHED GRADE
5. DRIVEWAY ACCESS/EGRESS MUST BE MAINTAINED AT ALL D
% % LS UNLESS GTHERSE AGRERD To B THE PROPERTY (9) RELOCATE UTILITY POLE BY OTHERS (PUGET SOUND ENERGY)
OWNER. @
— Yo}
heb~ el 6. WORK HOURS INVOLVING LANE CLOSURES WILL BE :30 CONSTRUCT FOUNDATIONS AND RELCATE EXISTING MAILBOX TYPE
£ . e " AM TO 4:30 PM. NON—LANE CLOSURE WORK HOURS 2. SEE SHEET 6 FOR ADDITIONAL DETAILS H='
[Zphm) EC/STRIPING (%0 WLL BE 7:00 AM TO 6:00 PM M—F. NO WORK MAY BE
z - z PERFORMED OUTSIDE OF THESE HOURS WITHOUT (1) CONSTRUCT NEW MAILBOX TYPE 1. SEE SHEET 6 FOR ADDITIONAL @
w 35+00 108TH AVE SE 34+00 N 35w APPROVAL FROM THE PLANNING AND COMMUNITY DETAILS
Zu TS ‘ e Zu DEVELOPMENT DEPARTMENT. Z
n CON In
5 (‘? * G*D (? G\D - 5 7. DETECTABLE WARNINGS FOR NEW RAMPS SHALL CONSIST (12) CONSTRUCT NEW MAILBOX TYPE 2. SEE SHEET 6 FOR ADDITIONAL
< EQ/STRIPNG | N — < OF RAISED TRUNCATED DOMES MEETING APPLICABLE DETAILS
= N “\\I~ { Ni = CHARACTERISTICS SPECIFIED BY THE ADA AND C.O.B.
STD. DRAWINGS TE—12 AND TE—13. MATERIAL FOR NEW (@3 INSTALL CAST IN PLACE DETECTABLE WARNING MAT
RAMPS SHALL BE "MODULAR PAVER SYSTEM” BY ®
ARMOR—TILE OR APPROVED EQUAL, APPLIED INTERGRAL (3 CONSTRUCT CURB RAMP TYPE 1 PER COB STD DWG TE-12
TO THE CONCRETE POURING OF THE RAMP. TRUNCATED
DOMES SHALL BE INTERSTATE YELLOW OR FEDERAL
YELLOW. INSTALLATION SHALL CONFORM TO @ CONSTRUCT CURB RAMP TYPE 2 PER COB STD DWG TE—13
MANUFACTURER’S SPECIFICATIONS. m
CONSTRUCT MODIFIED CURB RAMP TYPE 2 PER DETAILS, SHEET 7
{7 CONSTRUCT MODIFIED CURB RAMP TYPE 4A PER DETAILS, SHEET 7 @
| CONSTRUCT MODIFIED CURB RAMP TYPE 4B PER DETAILS, SHEET 7 | |
<
| CONSTRUCT RESIDENTIAL DRIVEWAY APPROACH PER COB STD DWG
DEV—7A. SEE SHEET __ FOR ADDITIONAL DETAILS
CONSTRUCT CURB, GUTTER, SIDEWALK AND HMA PATCH PER TYPICAJH
PLAN SECTIONS, SHEET 4 O
(Z)) EXTEND SIDEWALK TO MATCH EXISTING CONRETE PATH Z
160
DRAINAGE NOTES
[1] PROVIDE AND INSTALL ... E
o | 140 EXISTING GROUND o LEGEND
° AT ‘CONST. ¢ Q
= i PROPOSED DRIVEWAY
el N NER )
LN 3
h < "
il 12 & [ ] 15 oepH Hwa overLaY U)
y T
n )
() wl N
éﬁ Zu N\  FULL DEPTH HMA PATH / ROADWAY / GUTTER \\q
run o
O O
g 100 g LANDSCAPE STRIP / SWALE ©
CEMENT CONCRETE SIDEWALK ( v )
80 ] STORM DRAIN CATCH BASIN TYPE 1
@ STORM DRAIN CATCH BASIN TYPE 2
NOTE: ALL OFFSET DIMENSIONS ARE TO THE = MAILBOX TYPE 1
CENTER OF STRUCTURE UNLESS OTHERWISE NOTED MALBOX TYPE 2
32+00 33400 34+00 35+00
NO. | DATE | BY | APPR. REVISIONS Approved By K. POTUZAK 12/01/09 A 5 C -t f ROADWAY / DRAINAGE
DESIGNED BY DATE SR,
BN Ity 0o N eSOCIATES 108TH AVENUE SE PLAN & PROFILE
TRANSPORTATION DESIGN MANAGER DATE | DESIGNED BY DATE 3 BE& Ano ASSOCIATES inc.
12/01/09 ié’é B " 415-118th Avenue SE STA. 31+50 TO STA. 35400
PROJECT ENGINEER DATE | DRAWN BY DATE ‘tmmo“ e e v u e ™ Bellevue Washington 98005-3518 SE 34TH ST. TO BELLEVUE WAY i i
S. SOISETH 12/01/09 Phone: 425.519.6500
CHECKED BY DATE TRANSPORTATION DEPARTMENT SHT _22  oF _ 31
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MATCHLINE STA. 35+00

ENATAI
NEIGHBORHOOD
PARK

SEE SHEET 22

| 108TH AVE SE

2

—
CONST. €  .oc

MATCHLINE  STA. 35400
SEE SHEET 22

"NO OUTLET’

cur———cuo—

RITIE_RET. WA

'SE 25TH PL

10808 I

10"CEDAR

g

20°FIR

T

MAFIR

160

100

80

NOTE: ALL OFFSET DIMENSIONS ARE TO THE
CENTER OF STRUCTURE UNLESS OTHERWISE NOTED

EXISTING GROUND
AT CONST. ¢

35+00

36+00

PROFILE

38+00

MATCHLINE STA. 38+50

MATCHLINE  STA. 38450

SEE SHEET 24

SEE SHEET 24

GENERAL NOTES

1.

THE CONTRACTOR SHALL POTHOLE ALL POTENTIAL
CONFLICTS WITH UTILITIES TO VERIFY THE HORIZONTAL
AND VERTICAL LOCATION OF EXISTING UTILITIES. WHERE
THE VERTICAL DISTANCE BETWEEN UTILITIES IS LESS THAN
6 INCHES THE CONTRACTOR SHALL PROVIDE AN 0.D. X
0.D. X 2.5 INCH ETHAFOAM PAD PER THE SPECIAL
PROVISIONS 7-08.3(2)J.

CALL COMMON GROUND ALLIANCE, 811, PRIOR TO
CONSTRUCTION.

ALL VEGETATION REMOVAL AND TRIMMING SHALL BE
APPROVED BY THE ENGINEER.

A TRAFFIC/PEDESTRIAN CONTROL PLAN MUST BE
PROVIDED TO THE TRANSPORTATION DEPARTMENT FOR
APPROVAL AT LEAST 10 DAYS PRIOR TO START OF
WORK.

DRIVEWAY ACCESS/EGRESS MUST BE MAINTAINED AT ALL
TIMES UNLESS OTHERWISE AGREED TO BY THE PROPERTY
OWNER.

WORK HOURS INVOLVING LANE CLOSURES WILL BE 8:30
AM TO 4:30 PM. NON-LANE CLOSURE WORK HOURS
WILL BE 7:00 AM TO 6:00 PM M—F. NO WORK MAY BE
PERFORMED OUTSIDE OF THESE HOURS WITHOUT
APPROVAL FROM THE PLANNING AND COMMUNITY
DEVELOPMENT DEPARTMENT.

DETECTABLE WARNINGS FOR NEW RAMPS SHALL CONSIST
OF RAISED TRUNCATED DOMES MEETING APPLICABLE
CHARACTERISTICS SPECIFIED BY THE ADA AND C.O.B.
STD. DRAWINGS TE—12 AND TE—13. MATERIAL FOR NEW
RAMPS SHALL BE "MODULAR PAVER SYSTEM” BY
ARMOR-TILE OR APPROVED EQUAL, APPLIED INTERGRAL
TO THE CONCRETE POURING OF THE RAMP. TRUNCATED
DOMES SHALL BE INTERSTATE YELLOW OR FEDERAL
YELLOW. INSTALLATION SHALL CONFORM TO
MANUFACTURER’S SPECIFICATIONS.

LEGEND

PROPOSED DRIVEWAY
1.5" DEPTH HMA OVERLAY
FULL DEPTH HMA PATH / ROADWAY / GUTTER

LANDSCAPE STRIP / SWALE

]
NN
)

CEMENT CONCRETE SIDEWALK

STORM DRAIN CATCH BASIN TYPE 1
STORM DRAIN CATCH BASIN TYPE 2
MAILBOX TYPE 1
MAILBOX TYPE 2

8 @m=

CONSTRUCTION NOTES

CONSTRUCT DRIVEWAY PER DETAILS, SHEETS __ - —_
CONSTRUCT ASPHALT PATH PER ROADWAY SECTIONS, SHEET 3
ADJUST WATER METER BOX TO FINISHED GRADE

ADJUST WATER VALVE BOX TO FINISHED GRADE

ADJUST GAS VALVE BOX TO FINISHED GRADE

RESET FIRE HYDRANT

ADJUST MANHOLE TO FINISHED GRADE PER COB STD DWG ROW-8
ADJUST MONUMENT CASE AND COVER TO FINISHED GRADE

RELOCATE UTILITY POLE BY OTHERS (PUGET SOUND ENERGY)

GJOJORONONORONOXOKC)

CONSTRUCT FOUNDATIONS AND RELCATE EXISTING MAILBOX TYPE
2. SEE SHEET 6 FOR ADDITIONAL DETAILS

CONSTRUCT NEW MAILBOX TYPE 1. SEE SHEET 6 FOR ADDITIONAL
DETAILS

CONSTRUCT NEW MAILBOX TYPE 2. SEE SHEET 6 FOR ADDITIONAL
DETAILS

INSTALL CAST IN PLACE DETECTABLE WARNING MAT

CONSTRUCT CURB RAMP TYPE 1 PER COB STD DWG TE-12
CONSTRUCT CURB RAMP TYPE 2 PER COB STD DWG TE-13
CONSTRUCT MODIFIED CURB RAMP TYPE 2 PER DETAILS, SHEET 7

CONSTRUCT MODIFIED CURB RAMP TYPE 4A PER DETAILS, SHEET 7

OR CONSTRUCTION

CONSTRUCT MODIFIED CURB RAMP TYPE 4B PER DETAILS, SHEET 7I |

CONSTRUCT RESIDENTIAL DRIVEWAY APPROACH PER COB STD DWG
DEV-7A. SEE SHEET __ FOR ADDITIONAL DETAILS

CONSTRUCT CURB, GUTTER, SIDEWALK AND HMA PATCH PER TYPICA
SECTIONS, SHEET 4

® PEPOPE®O® ® O

®

EXTEND SIDEWALK TO MATCH EXISTING CONRETE PATH

AL - NOT

DRAINAGE NOTES

PROVIDE AND INSTALL .....
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GENERAL NOTES CONSTRUCTION NOTES

1. THE CONTRACTOR SHALL POTHOLE ALL POTENTIAL
CONFLICTS WITH UTILITIES TO VERIFY THE HORIZONTAL
AND VERTICAL LOCATION OF EXISTING UTILITIES. WHERE
THE VERTICAL DISTANCE BETWEEN UTILITIES IS LESS THAN
6 INCHES THE CONTRACTOR SHALL PROVIDE AN 0.D. X
0.D. X 2.5 INCH ETHAFOAM PAD PER THE SPECIAL
PROVISIONS 7-08.3(2)J.

CONSTRUCT DRIVEWAY PER DETAILS, SHEETS __ - —_
CONSTRUCT ASPHALT PATH PER ROADWAY SECTIONS, SHEET 3

ADJUST WATER METER BOX TO FINISHED GRADE

kjp 07/15/10 2:25pm — P: \b\BLVX00000067\0400CAD\TT\DWG\Sheet\ TTRDO9BLVX0067.dwg

. =~ ENATAI —8' 0y . 2. CALL COMMON GROUND ALLIANCE, 811, PRIOR TO (4)  ADIUST WATER VALVE BOX TO FINISHED GRADE
5| ELEMENTARY = CONSTRUCTION.
E: SCHOOL — (5) ADJUST GAS VALVE BOX TO FINISHED GRADE
=X 3. ALL VEGETATION REMOVAL AND TRIMMING SHALL BE
g S APPROVED BY THE ENGINEER. (6) RESET FIRE HYDRANT
g mg
£ 4. A TRAFFIC/PEDESTRIAN CONTROL PLAN MUST BE
= N PROVIDED '/ro THE TRANSPORTATION DEPARTMENT FOR @ ADJUST MANHOLE TO FINISHED GRADE PER COB STD DWG ROW-8
4w APPROVAL AT LEAST 10 DAYS PRIOR TO START OF
ERT) WORK. ADJUST MONUMENT CASE AND COVER TO FINISHED GRADE
) o 5. DRIVEWAY ACCESS/EGRESS MUST BE MAINTAINED AT ALL D
@ 2 TIMES UNLESS OTHERWISE AGREED TO BY THE PROPERTY (9) RELOCATE UTILITY POLE BY OTHERS (PUGET SOUND ENERGY)
© F/0 CABLEN ~ OWNER. @
M \ ” ¥ CONSTRUCT FOUNDATIONS AND RELCATE EXISTING MAILBOX TYPE
< SieN G 16™MA < 6. WORK HOURS INVOLVING LANE CLOSURES WILL BE 8:30 2. SEE SHEET 6 FOR ADDITIONAL DETAILS
3 : SE 0 MRS M con i
w . X —r.
g | 6% g PERFORMED OUTSIDE OF THESE HOURS WITHOUT @) ggﬁgum NEW MAILBOX TYPE 1. SEE SHEET 6 FOR ADDITIONAL m
w [ #4140 w APPROVAL FROM THE PLANNING AND COMMUNITY
Zw . ¥ Zu DEVELOPMENT DEPARTMENT.
7] o (12) CONSTRUCT NEW MAILBOX TYPE 2. SEE SHEET 6 FOR ADDITIONAL
[ ) 7. DETECTABLE WARNINGS FOR NEW RAMPS SHALL CONSIST DETAILS
2 \ < OF RAISED TRUNCATED DOMES MEETING APPLICABLE
s AR AN\ = CHARACTERISTICS SPECIFIED BY THE ADA AND C.0.B.
ss A——lss —— { s STD. DRAWINGS TE—12 AND TE—13. MATERIAL FOR NEW (3) INSTALL CAST IN PLACE DETECTABLE WARNING MAT
- 5 = : - : > RAMPS SHALL BE "MODULAR PAVER SYSTEM” BY
ﬁ\ : . 12 2 e ) ARMOR-TILE OR APPROVED EQUAL, APPLIED INTERGRAL CONSTRUCT CURB RAMP TYPE 1 PER COB STD DWG TE-12
oo, o : 2 / TO THE CONCRETE POURING OF THE RAMP. TRUNCATED
—_— - = - DOMES SHALL BE INTERSTATE YELLOW OR FEDERAL
IBN YELLOW. INSTALLATION SHALL CONFORM 1O (1) CONSTRUCT CURB RAMP TYPE 2 PER COB STD DWG TE-13
MANUFACTURER’S SPECIFICATIONS. @
CONSTRUCT MODIFIED CURB RAMP TYPE 2 PER DETAILS, SHEET 7
‘ 2 (i7) CONSTRUCT MODIFIED CURB RAMP TYPE 4A PER DETAILS, SHEET O
EF = CONSTRUCT MODIFIED CURB RAMP TYPE 4B PER DETAILS, SHEET iﬂ |
8k g CONSTRUCT RESIDENTIAL DRIVEWAY APPROACH PER COB STD DWG
& B DEV—7A. SEE SHEET __ FOR ADDITIONAL DETAILS
a : fuemneT CONSTRUCT CURB, GUTTER, SIDEWALK AND HMA PATCH PER TYPIC
SECTIONS, SHEET 4
(21) EXTEND SIDEWALK TO MATCH EXISTING CONRETE PATH Z
I
oo DRAINAGE NOTES -
PROVIDE AND INSTALL ..... Z
LEGEND
g ['#° EXISTING GROUND S m
3 AT CONST: € d PROPOSED DRIVEWAY j
N’]R 77777777777 e ﬂ.g
< N < .
= =
5] 120 A :| 1.5" DEPTH HMA OVERLAY C@
T T
w wo -
Zy Zu N\  FULL DEPTH HMA PATH / ROADWAY / GUTTER \\q
w w
5 5 0
= lioo = LANDSCAPE STRIP / SWALE ©
s s
CEMENT CONCRETE SIDEWALK m
80 ] STORM DRAIN CATCH BASIN TYPE 1
@ STORM DRAIN CATCH BASIN TYPE 2
NOTE: ALL OFFSET DIMENSIONS ARE TO THE = MAILBOX TYPE 1
CENTER OF STRUCTURE UNLESS OTHERWISE NOTED MAILBOX TYPE 2
39+00 40+00 41+00 42+00
DATE | BY | APPR. REVISIONS Approved By K. POTUZAK 12/01/09 m ROADWAY / DRAINAGE
DESIGNED BY DATE I t y 0 f DAVID EVANS
TRANSPORTATION DESIGN MANAGER DATE | DESIGNED BY DATE BI{& Ano ASSOCIATES inc. 108TH AVENUE SE PLAN & PROFILE
12/01/09 AL A B II 415 - 118th Avenue SE STA. 38450 TO STA. 42+00
e | ST 2| e elievue |¢ Bl Avene SE. 16 SE 34TH ST. TO BELLEVUE WAY
S. SOISETH 12/01/09 Phone: 425.519.6500
CHECKED BY DATE TRANSPORTATION DEPARTMENT sHT 24  oF _ 31
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MATCHLINE STA. 42+00

MATCHLINE STA. 42400

K N |
N BLDG N
NN é] |
. ENATAI o L _9] |
*Z ELEMENTARY h
© " scHooL L ‘
14"DECIDUO
4"CHERR)
o
| =)
+
0
N <+
N .
o <C
L &
T .
G 108TH AVE SE -« & | "
A 1 St — i | 4
7] CONST. ¢ ‘ ‘\ 5
| EC/STRIPING 3 l:(
— W ——Tw— w— S
0D BORDER ¢ CONC WALK
NOOD FENCE
160
140 EXISTING GROUND °
AT CONST. ¢ \ S
s}
<+ S S B N
~ == —_ ‘
o <
<
4] 120 n
T
o [}
oo z
& -
v I
=
100 2
s
80
NOTE: ALL OFFSET DIMENSIONS ARE TO THE
CENTER OF STRUCTURE UNLESS OTHERWISE NOTED
42+00 73+00 74+00 75+00

PROFILE

SEE SHEET 26

SEE SHEET 26

GENERAL NOTES

CONSTRUCTION NOTES

1. THE CONTRACTOR SHALL POTHOLE ALL POTENTIAL
CONFLICTS WITH UTILITIES TO VERIFY THE HORIZONTAL
AND VERTICAL LOCATION OF EXISTING UTILITIES. WHERE
THE VERTICAL DISTANCE BETWEEN UTILITIES IS LESS THAN
6 INCHES THE CONTRACTOR SHALL PROVIDE AN 0.D. X
0.D. X 2.5 INCH ETHAFOAM PAD PER THE SPECIAL
PROVISIONS 7-08.3(2)J.

2. CALL COMMON GROUND ALLIANCE, 811, PRIOR TO
CONSTRUCTION.

3. ALL VEGETATION REMOVAL AND TRIMMING SHALL BE
APPROVED BY THE ENGINEER.

4. A TRAFFIC/PEDESTRIAN CONTROL PLAN MUST BE
PROVIDED TO THE TRANSPORTATION DEPARTMENT FOR
APPROVAL AT LEAST 10 DAYS PRIOR TO START OF
WORK.

5. DRIVEWAY ACCESS/EGRESS MUST BE MAINTAINED AT ALL
TIMES UNLESS OTHERWISE AGREED TO BY THE PROPERTY
OWNER.

GJONONONONONORCOXOXC,

6. WORK HOURS INVOLVING LANE CLOSURES WILL BE 8: 30
AM TO 4:30 PM. NON-LANE CLOSURE WORK HOURS
WILL BE 7:00 AM TO 6:00 PM M—F. NO WORK MAY BE
PERFORMED OUTSIDE OF THESE HOURS WITHOUT
APPROVAL FROM THE PLANNING AND COMMUNITY
DEVELOPMENT DEPARTMENT.

7. DETECTABLE WARNINGS FOR NEW RAMPS SHALL CONSIST
OF RAISED TRUNCATED DOMES MEETING APPLICABLE
CHARACTERISTICS SPECIFIED BY THE ADA AND C.O.B.
STD. DRAWINGS TE—12 AND TE—13. MATERIAL FOR NEW
RAMPS SHALL BE "MODULAR PAVER SYSTEM” BY
ARMOR-TILE OR APPROVED EQUAL, APPLIED INTERGRAL
TO THE CONCRETE POURING OF THE RAMP. TRUNCATED
DOMES SHALL BE INTERSTATE YELLOW OR FEDERAL
YELLOW. INSTALLATION SHALL CONFORM TO
MANUFACTURER’S SPECIFICATIONS.

® @PEPOE®OG® ® O

®

CONSTRUCT DRIVEWAY PER DETAILS, SHEETS __ — _
CONSTRUCT ASPHALT PATH PER ROADWAY SECTIONS, SHEET 3
ADJUST WATER METER BOX TO FINISHED GRADE

ADJUST WATER VALVE BOX TO FINISHED GRADE

ADJUST GAS VALVE BOX TO FINISHED GRADE

RESET FIRE HYDRANT

ADJUST MANHOLE TO FINISHED GRADE PER COB STD DWG ROW-8
ADJUST MONUMENT CASE AND COVER TO FINISHED GRADE
RELOCATE UTILITY POLE BY OTHERS (PUGET SOUND ENERGY)

CONSTRUCT FOUNDATIONS AND RELCATE EXISTING MAILBOX TYPE
2. SEE SHEET 6 FOR ADDITIONAL DETAILS

CONSTRUCT NEW MAILBOX TYPE 1. SEE SHEET 6 FOR ADDITIONAL
DETAILS

CONSTRUCT NEW MAILBOX TYPE 2. SEE SHEET 6 FOR ADDITIONAL
DETAILS

INSTALL CAST IN PLACE DETECTABLE WARNING MAT
CONSTRUCT CURB RAMP TYPE 1 PER COB STD DWG TE-12
CONSTRUCT CURB RAMP TYPE 2 PER COB STD DWG TE-13

CONSTRUCT MODIFIED CURB RAMP TYPE 2 PER DETAILS, SHEET 7

CONSTRUCT MODIFIED CURB RAMP TYPE 4A PER DETAILS, SHEET 7

CONSTRUCT MODIFIED CURB RAMP TYPE 4B PER DETAILS, SHEET 7

CONSTRUCT RESIDENTIAL DRIVEWAY APPROACH PER COB STD DWG
DEV-7A. SEE SHEET __ FOR ADDITIONAL DETAILS

CONSTRUCT CURB, GUTTER, SIDEWALK AND HMA PATCH PER TYPICAL

SECTIONS, SHEET 4

EXTEND SIDEWALK TO MATCH EXISTING CONRETE PATH

DRAINAGE NOTES

LEGEND

1.5" DEPTH HMA OVERLAY

FULL DEPTH HMA PATH / ROADWAY / GUTTER

LANDSCAPE STRIP / SWALE

CEMENT CONCRETE SIDEWALK

STORM DRAIN CATCH BASIN TYPE 1
STORM DRAIN CATCH BASIN TYPE 2
MAILBOX TYPE 1
MAILBOX TYPE 2

]
NN
C)

PROVIDE AND INSTALL .....
PROPOSED DRIVEWAY

307 SUBMITTAL - NOT FOR CONSTRUCTION

NO.

DATE

BY

APPR. REVISIONS

Approved By

K. POTUZAK
DESIGNED BY

12/01/09
DATE

TRANSPORTATION DESIGN MANAGER

DATE

DESIGNED BY

DATE
12/01/09

PROJECT ENGINEER

DATE

DRAWN BY
S. SOISETH

DATE
12/01/09

CHECKED BY

DATE

. City of
@2 Bellevue

TRANSPORTATION DEPARTMENT

: n

BEl{& Ano ASSOCIATES inc.

DAVID EVANS

108TH AVENUE SE

415 - 118th Avenue SE
Bellevue Washington 98005-3518
Phone: 425.519.6500

SE 34TH ST. TO BELLEVUE WAY

PLAN & PROFILE

STA. 42+00 TO STA. 45+00

ROADWAY / DRAINAGE

sHT _ 2

OF

31




kjp 07/15/10 2:26pm — P:\b\BLVX00000067\0400CAD\TT\DWG\Sheet\TTRD11BLVX0067.dwg

MATCHLINE STA. 45+00

MATCHLINE STA. 45400

SEE SHEET 25
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MATCHLINE STA. 48+50

SEE SHEET 27

48+50

SEE SHEET 27

MATCHLINE  STA.

GENERAL NOTES

1.

THE CONTRACTOR SHALL POTHOLE ALL POTENTIAL
CONFLICTS WITH UTILITIES TO VERIFY THE HORIZONTAL
AND VERTICAL LOCATION OF EXISTING UTILITIES. WHERE
THE VERTICAL DISTANCE BETWEEN UTILITIES IS LESS THAN
6 INCHES THE CONTRACTOR SHALL PROVIDE AN 0.D. X
O0.D. X 2.5 INCH ETHAFOAM PAD PER THE SPECIAL
PROVISIONS 7-08.3(2)J.

CALL COMMON GROUND ALLIANCE, 811, PRIOR TO
CONSTRUCTION.

ALL VEGETATION REMOVAL AND TRIMMING SHALL BE
APPROVED BY THE ENGINEER.

A TRAFFIC/PEDESTRIAN CONTROL PLAN MUST BE
PROVIDED TO THE TRANSPORTATION DEPARTMENT FOR
APPROVAL AT LEAST 10 DAYS PRIOR TO START OF
WORK.

DRIVEWAY ACCESS/EGRESS MUST BE MAINTAINED AT ALL
TIMES UNLESS OTHERWISE AGREED TO BY THE PROPERTY
OWNER.

WORK HOURS INVOLVING LANE CLOSURES WILL BE 8:30
AM TO 4:30 PM. NON-LANE CLOSURE WORK HOURS
WILL BE 7:00 AM TO 6:00 PM M—F. NO WORK MAY BE
PERFORMED OUTSIDE OF THESE HOURS WITHOUT
APPROVAL FROM THE PLANNING AND COMMUNITY
DEVELOPMENT DEPARTMENT.

DETECTABLE WARNINGS FOR NEW RAMPS SHALL CONSIST
OF RAISED TRUNCATED DOMES MEETING APPLICABLE
CHARACTERISTICS SPECIFIED BY THE ADA AND C.O.B.
STD. DRAWINGS TE—12 AND TE—13. MATERIAL FOR NEW
RAMPS SHALL BE "MODULAR PAVER SYSTEM” BY
ARMOR-TILE OR APPROVED EQUAL, APPLIED INTERGRAL
TO THE CONCRETE POURING OF THE RAMP. TRUNCATED
DOMES SHALL BE INTERSTATE YELLOW OR FEDERAL
YELLOW. INSTALLATION SHALL CONFORM TO
MANUFACTURER’S SPECIFICATIONS.

LEGEND

PROPOSED DRIVEWAY

1.5" DEPTH HMA OVERLAY

FULL DEPTH HMA PATH / ROADWAY / GUTTER

LANDSCAPE STRIP / SWALE

CEMENT CONCRETE SIDEWALK

STORM DRAIN CATCH BASIN TYPE 1
STORM DRAIN CATCH BASIN TYPE 2
MAILBOX TYPE 1
MAILBOX TYPE 2

]
NN
C)

CONSTRUCTION NOTES

CONSTRUCT DRIVEWAY PER DETAILS, SHEETS __ - —_
CONSTRUCT ASPHALT PATH PER ROADWAY SECTIONS, SHEET 3
ADJUST WATER METER BOX TO FINISHED GRADE

ADJUST WATER VALVE BOX TO FINISHED GRADE

ADJUST GAS VALVE BOX TO FINISHED GRADE

RESET FIRE HYDRANT

ADJUST MANHOLE TO FINISHED GRADE PER COB STD DWG ROW-8
ADJUST MONUMENT CASE AND COVER TO FINISHED GRADE

RELOCATE UTILITY POLE BY OTHERS (PUGET SOUND ENERGY)

SNONORORONOROROROKC,

CONSTRUCT FOUNDATIONS AND RELCATE EXISTING MAILBOX TYPE
2. SEE SHEET 6 FOR ADDITIONAL DETAILS

CONSTRUCT NEW MAILBOX TYPE 1. SEE SHEET 6 FOR ADDITIONAL
DETAILS

CONSTRUCT NEW MAILBOX TYPE 2. SEE SHEET 6 FOR ADDITIONAL
DETAILS

INSTALL CAST IN PLACE DETECTABLE WARNING MAT

CONSTRUCT CURB RAMP TYPE 1 PER COB STD DWG TE-12
CONSTRUCT CURB RAMP TYPE 2 PER COB STD DWG TE-13
CONSTRUCT MODIFIED CURB RAMP TYPE 2 PER DETAILS, SHEET 7
CONSTRUCT MODIFIED CURB RAMP TYPE 4A PER DETAILS, SHEET 7
CONSTRUCT MODIFIED CURB RAMP TYPE 4B PER DETAILS, SHEET 7

CONSTRUCT RESIDENTIAL DRIVEWAY APPROACH PER COB STD DWG
DEV—7A. SEE SHEET __ FOR ADDITIONAL DETAILS

® @PEPOP®O®O® ©® O

CONSTRUCT CURB, GUTTER, SIDEWALK AND HMA PATCH PER TYPICA
SECTIONS, SHEET 4

EXTEND SIDEWALK TO MATCH EXISTING CONRETE PATH

®

DRAINAGE NOTES

PROVIDE AND INSTALL .....
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MATCHLINE STA. 48+50
SEE SHEET 26

MATCHLINE  STA. 48450
SEE SHEET 26
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CONSTRUCTION NOTES

THE CONTRACTOR SHALL POTHOLE ALL POTENTIAL
CONFLICTS WITH UTILITIES TO VERIFY THE HORIZONTAL
AND VERTICAL LOCATION OF EXISTING UTILITIES. WHERE
THE VERTICAL DISTANCE BETWEEN UTILITIES IS LESS THAN
6 INCHES THE CONTRACTOR SHALL PROVIDE AN 0O.D. X
0.D. X 2.5 INCH ETHAFOAM PAD PER THE SPECIAL
PROVISIONS 7-08.3(2)J.

CALL COMMON GROUND ALLIANCE, 811, PRIOR TO
CONSTRUCTION.

ALL VEGETATION REMOVAL AND TRIMMING SHALL BE
APPROVED BY THE ENGINEER.

A TRAFFIC/PEDESTRIAN CONTROL PLAN MUST BE
PROVIDED TO THE TRANSPORTATION DEPARTMENT FOR
APPROVAL AT LEAST 10 DAYS PRIOR TO START OF
WORK.

DRIVEWAY ACCESS/EGRESS MUST BE MAINTAINED AT ALL
TIMES UNLESS OTHERWISE AGREED TO BY THE PROPERTY

® @EPOOOO®OE®O

WORK HOURS INVOLVING LANE CLOSURES WILL BE 8:30
AM TO 4:30 PM. NON—LANE CLOSURE WORK HOURS
WILL BE 7:00 AM TO 6:00 PM M—F. NO WORK MAY BE
PERFORMED OUTSIDE OF THESE HOURS WITHOUT
APPROVAL FROM THE PLANNING AND COMMUNITY
DEVELOPMENT DEPARTMENT.

DETECTABLE WARNINGS FOR NEW RAMPS SHALL CONSIST
OF RAISED TRUNCATED DOMES MEETING APPLICABLE
CHARACTERISTICS SPECIFIED BY THE ADA AND C.0.B.
STD. DRAWINGS TE—12 AND TE-13. MATERIAL FOR NEW
RAMPS SHALL BE "MODULAR PAVER SYSTEM” BY
ARMOR-TILE OR APPROVED EQUAL, APPLIED INTERGRAL
TO THE CONCRETE POURING OF THE RAMP. TRUNCATED
DOMES SHALL BE INTERSTATE YELLOW OR FEDERAL
YELLOW. INSTALLATION SHALL CONFORM TO
MANUFACTURER’S SPECIFICATIONS.

® PEPOIP®O®E® ® O

®

DRAINAGE NOTES

CONSTRUCT DRIVEWAY PER DETAILS, SHEETS __ — J—
CONSTRUCT ASPHALT PATH PER ROADWAY SECTIONS, SHEET 3
ADJUST WATER METER BOX TO FINISHED GRADE

ADJUST WATER VALVE BOX TO FINISHED GRADE

ADJUST GAS VALVE BOX TO FINISHED GRADE

RESET FIRE HYDRANT

ADJUST MANHOLE TO FINISHED GRADE PER COB STD DWG ROW-8

ADJUST MONUMENT CASE AND COVER TO FINISHED GRADE

RELOCATE UTILITY POLE BY OTHERS (PUGET SOUND ENERGY)

CONSTRUCT FOUNDATIONS AND RELCATE EXISTING MAILBOX TYPE
2. SEE SHEET 6 FOR ADDITIONAL DETAILS

CONSTRUCT NEW MAILBOX TYPE 1. SEE SHEET 6 FOR ADDITIONAL
DETAILS

CONSTRUCT NEW MAILBOX TYPE 2. SEE SHEET 6 FOR ADDITIONAL
DETAILS

INSTALL CAST IN PLACE DETECTABLE WARNING MAT
CONSTRUCT CURB RAMP TYPE 1 PER COB STD DWG TE—12

CONSTRUCT CURB RAMP TYPE 2 PER COB STD DWG TE-13

R CONSTRUCTION

CONSTRUCT MODIFIED CURB RAMP TYPE 2 PER DETAILS, SHEET 7

CONSTRUCT MODIFIED CURB RAMP TYPE 4A PER DETAILS, SHEET 7

FO

CONSTRUCT MODIFIED CURB RAMP TYPE 4B PER DETAILS, SHEET 7

CONSTRUCT RESIDENTIAL DRIVEWAY APPROACH PER COB STD DWG
DEV—7A. SEE SHEET __ FOR ADDITIONAL DETAILS

CONSTRUCT CURB, GUTTER, SIDEWALK AND HMA PATCH PER TYPIC,
SECTIONS, SHEET 4

EXTEND SIDEWALK TO MATCH EXISTING CONRETE PATH
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LEGEND

PROPOSED DRIVEWAY

1.5" DEPTH HMA OVERLAY

FULL DEPTH HMA PATH / ROADWAY / GUTTER

LANDSCAPE STRIP / SWALE

CEMENT CONCRETE SIDEWALK

STORM DRAIN CATCH BASIN TYPE 1
STORM DRAIN CATCH BASIN TYPE 2
MAILBOX TYPE 1
MAILBOX TYPE 2
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MATCHLINE STA. 52+00

MATCHLINE STA. 52400

SEE SHEET 27

SEE SHEET 27

52+00
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108TH AVE SE

GENERAL NOTES

1. THE CONTRACTOR SHALL POTHOLE ALL POTENTIAL
CONFLICTS WITH UTILITIES TO VERIFY THE HORIZONTAL
AND VERTICAL LOCATION OF EXISTING UTILITIES. WHERE
THE VERTICAL DISTANCE BETWEEN UTILITIES IS LESS THAN
6 INCHES THE CONTRACTOR SHALL PROVIDE AN 0.D. X
0.D. X 2.5 INCH ETHAFOAM PAD PER THE SPECIAL
PROVISIONS 7-08.3(2)J.

2. CALL COMMON GROUND ALLIANCE, 811, PRIOR TO
CONSTRUCTION.

3. ALL VEGETATION REMOVAL AND TRIMMING SHALL BE
APPROVED BY THE ENGINEER.

4. A TRAFFIC/PEDESTRIAN CONTROL PLAN MUST BE
PROVIDED TO THE TRANSPORTATION DEPARTMENT FOR
APPROVAL AT LEAST 10 DAYS PRIOR TO START OF
WORK.

5. DRIVEWAY ACCESS/EGRESS MUST BE MAINTAINED AT ALL
TIMES UNLESS OTHERWSE AGREED TO BY THE PROPERTY
OWNER.

6. WORK HOURS INVOLVING LANE CLOSURES WILL BE 8:30
AM TO 4:30 PM. NON—LANE CLOSURE WORK HOURS
WILL BE 7:00 AM TO 6:00 PM M-F. NO WORK MAY BE
PERFORMED OUTSIDE OF THESE HOURS WITHOUT
APPROVAL FROM THE PLANNING AND COMMUNITY
DEVELOPMENT DEPARTMENT.

SEE SHEET 29

7. DETECTABLE WARNINGS FOR NEW RAMPS SHALL CONSIST
OF RAISED TRUNCATED DOMES MEETING APPLICABLE
CHARACTERISTICS SPECIFIED BY THE ADA AND C.0.B.
STD. DRAWINGS TE-12 AND TE-13. MATERIAL FOR NEW
RAMPS SHALL BE "MODULAR PAVER SYSTEM” BY
ARMOR-TILE OR APPROVED EQUAL, APPLIED INTERGRAL
TO THE CONCRETE POURING OF THE RAMP. TRUNCATED
DOMES SHALL BE INTERSTATE YELLOW OR FEDERAL
YELLOW. INSTALLATION SHALL CONFORM TO
MANUFACTURER’S SPECIFICATIONS.

MATCHLINE STA. 55+50

140

100

80

60

NOTE: ALL OFFSET DIMENSIONS ARE TO THE
CENTER OF STRUCTURE UNLESS OTHERWISE NOTED

EXISTING GROUND
AT CONST. ¢ \

LEGEND

PROPOSED DRIVEWAY

1.5" DEPTH HMA OVERLAY

SEE SHEET 29

LANDSCAPE STRIP / SWALE

MATCHLINE STA. 55450

CEMENT CONCRETE SIDEWALK

STORM DRAIN CATCH BASIN TYPE 1
STORM DRAIN CATCH BASIN TYPE 2
MAILBOX TYPE 1
MAILBOX TYPE 2

]
NN
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53+00

54+00

PROFILE

55+00

FULL DEPTH HMA PATH / ROADWAY / GUTTER

CONSTRUCTION NOTES

CONSTRUCT DRIVEWAY PER DETAILS, SHEETS __ — —_
CONSTRUCT ASPHALT PATH PER ROADWAY SECTIONS, SHEET 3
ADJUST WATER METER BOX TO FINISHED GRADE

ADJUST WATER VALVE BOX TO FINISHED GRADE

ADJUST GAS VALVE BOX TO FINISHED GRADE

RESET FIRE HYDRANT

ADJUST MANHOLE TO FINISHED GRADE PER COB STD DWG ROW-8
ADJUST MONUMENT CASE AND COVER TO FINISHED GRADE

RELOCATE UTILITY POLE BY OTHERS (PUGET SOUND ENERGY)

CONSTRUCT FOUNDATIONS AND RELCATE EXISTING MAILBOX TYPE
2. SEE SHEET 6 FOR ADDITIONAL DETAILS

GJONCNONONOXOXOXOXC)

CONSTRUCT NEW MAILBOX TYPE 1. SEE SHEET 6 FOR ADDITIONAL
DETAILS

CONSTRUCT NEW MAILBOX TYPE 2. SEE SHEET 6 FOR ADDITIONAL
DETAILS

INSTALL CAST IN PLACE DETECTABLE WARNING MAT

CONSTRUCT CURB RAMP TYPE 1 PER COB STD DWG TE—12
CONSTRUCT CURB RAMP TYPE 2 PER COB STD DWG TE-13
CONSTRUCT MODIFIED CURB RAMP TYPE 2 PER DETAILS, SHEET 7
CONSTRUCT MODIFIED CURB RAMP TYPE 4A PER DETAILS, SHEET 7

CONSTRUCT MODIFIED CURB RAMP TYPE 4B PER DETAILS, SHEET 7

PRPAPEO® ® O

CONSTRUCT RESIDENTIAL DRIVEWAY APPROACH PER COB STD DWG
DEV—7A. SEE SHEET __ FOR ADDITIONAL DETAILS

®

CONSTRUCT CURB, GUTTER, SIDEWALK AND HMA PATCH PER TYPICAL
SECTIONS, SHEET 4

EXTEND SIDEWALK TO MATCH EXISTING CONRETE PATH

®

DRAINAGE NOTES

PROVIDE AND INSTALL .....

307 SUBMITTAL - NOT FOR CONSTRUCTION

NO.

DATE

BY

APPR. REVISIONS

Approved By

TRANSPORTATION DESIGN MANAGER

PROJECT ENGINEER

K. POTUZAK 12/01,/09 ‘EE m
DESIGNED BY DATE ASS;L. L{@ I t y 0 f
DATE | DESIGNED BY DATE ;}/&’\m
- Bellevue
DATE | DRAWN BY DATE 4«1&2}%0 e v
S. SOISETH 12/01/09
CHECKED BY DATE TRANSPORTATION DEPARTMENT

BE& Ano ASSOCIATES inc.

h n

DAVID EVANS

415 - 118th Avenue SE
Bellevue Washington 98005-3518
Phone: 425.519.6500

108TH AVENUE SE
SE 34TH ST. TO BELLEVUE WAY

ROADWAY / DRAINAGE

PLAN & PROFILE
STA. 52+00 TO STA. 55+50

sHT _28  oF _31




kjp 07/15/10 2:27pm — P:\b\BLVX00000067\0400CAD\TT\DWG\Sheet\TTRD14BLVX0067.dwg

GENERAL NOTES

1. THE CONTRACTOR SHALL POTHOLE ALL POTENTIAL
CONFLICTS WITH UTILITIES TO VERIFY THE HORIZONTAL
AND VERTICAL LOCATION OF EXISTING UTILITIES. WHERE
THE VERTICAL DISTANCE BETWEEN UTILITIES IS LESS THAN
6 INCHES THE CONTRACTOR SHALL PROVIDE AN O.D. X
0.D. X 2.5 INCH ETHAFOAM PAD PER THE SPECIAL
PROVISIONS 7-08.3(2)J.

CONSTRUCTION NOTES

CONSTRUCT DRIVEWAY PER DETAILS, SHEETS __ — i
CONSTRUCT ASPHALT PATH PER ROADWAY SECTIONS, SHEET 3

ADJUST WATER METER BOX TO FINISHED GRADE

2. CALL COMMON GROUND ALLIANCE, 811, PRIOR TO @ ADJUST WATER VALVE BOX TO FINISHED GRADE Z
CONSTRUCTION.
@ ADJUST GAS VALVE BOX TO FINISHED GRADE
3. ALL VEGETATION REMOVAL AND TRIMMING SHALL BE
APPROVED BY THE ENGINEER. @ RESET FIRE HYDRANT -p—
4. A TRAFFIC/PEDESTRIAN CONTROL PLAN MUST BE ﬂ
PROVIDED TO THE TRANSPORTATION DEPARTMENT FOR @ ADJUST MANHOLE TO FINISHED GRADE PER COB STD DWG ROW-8
APPROVAL AT LEAST 10 DAYS PRIOR TO START OF
WORK. ADJUST MONUMENT CASE AND COVER TO FINISHED GRADE
5. DRIVEWAY ACCESS/EGRESS MUST BE MAINTAINED AT ALL >
% % TIMES UNLESS OTH/ERW,SE AGREED TO BY THE PROPERTY @ RELOCATE UTILITY POLE BY OTHERS (PUGET SOUND ENERGY)
OWNER. @
Bw Bo CONSTRUCT FOUNDATIONS AND RELCATE EXISTING MAILBOX TYPE
< QD e g e S SRS iy e & S5 SEET 6 FOR AOMGNA BETALS —
[ i} = P N " _
“u ) Ou P oE G O N s o MAY BE (1) CONSTRUCT NEW MAILBOX TYPE 1. SEE SHEET 6 FOR ADDITIONAL m
EV) v yT— — = sl " w n APPROVAL FROM THE PLANNING AND COMMUNITY DETAILS
[ AISED PAVEMENT MASER-10)| \__RAISED PAVEMENT MARKER —~_  57+00 [ DEVELOPMENT DEPARTMENT.
ol N N\ CONST. € ¢ ol
‘ — ; : Z
i 108TH AVE SE 5 7. DETECTABLE WARNINGS FOR NEW RAMPS SHALL CONSIST @ gg:flgum NEW MAILBOX TYPE 2. SEE SHEET 6 FOR ADDITIONAL
= \ ) = OF RAISED TRUNCATED DOMES MEETING APPLICABLE
= g ST = CHARACTERISTICS SPECIFIED BY THE ADA AND C.0.B.
i STD. DRAWINGS TE—12 AND TE—13. MATERIAL FOR NEW @ INSTALL CAST IN PLACE DETECTABLE WARNING MAT
; RAMPS SHALL BE "MODULAR PAVER SYSTEM" BY
D/W PLANTER
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e e e e S :
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MANUFACTURER’S SPECIFICATIONS. m
CONSTRUCT MODIFIED CURB RAMP TYPE 2 PER DETAILS, SHEET 7
@ CONSTRUCT MODIFIED CURB RAMP TYPE 4A PER DETAILS, SHEET 7©
CONSTRUCT MODIFIED CURB RAMP TYPE 4B PER DETAILS, SHEET 7I |
WOOD RET. WALL
CONSTRUCT RESIDENTIAL DRIVEWAY APPROACH PER COB STD DWG
DEV—7A. SEE SHEET __ FOR ADDITIONAL DETAILS
CONSTRUCT CURB, GUTTER, SIDEWALK AND HMA PATCH PER TYPICJ%
SECTIONS, SHEET 4 O
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m 1.

GENERAL NOTES

THE CONTRACTOR SHALL POTHOLE ALL POTENTIAL
CONFLICTS WITH UTILITIES TO VERIFY THE HORIZONTAL
AND VERTICAL LOCATION OF EXISTING UTILITIES. WHERE
THE VERTICAL DISTANCE BETWEEN UTILITIES IS LESS THAN
6 INCHES THE CONTRACTOR SHALL PROVIDE AN 0.D. X
0.D. X 2.5 INCH ETHAFOAM PAD PER THE SPECIAL
PROVISIONS 7-08.3(2)J.

CONSTRUCTION NOTES

CONSTRUCT DRIVEWAY PER DETAILS, SHEETS __ — —
CONSTRUCT ASPHALT PATH PER ROADWAY SECTIONS, SHEET 3

ADJUST WATER METER BOX TO FINISHED GRADE

2. CALL COMMON GROUND ALLIANCE, 811, PRIOR TO @ ADJUST WATER VALVE BOX TO FINISHED GRADE Z
CONSTRUCTION.
@ ADJUST GAS VALVE BOX TO FINISHED GRADE
3. ALL VEGETATION REMOVAL AND TRIMMING SHALL BE
APPROVED BY THE ENGINEER. @ RESET FIRE HYDRANT -p—
4. A TRAFFIC/PEDESTRIAN CONTROL PLAN MUST BE ﬂ
PROVIDED TO THE TRANSPORTATION DEPARTMENT FOR @ ADJUST MANHOLE TO FINISHED GRADE PER COB STD DWG ROW-8
APPROVAL AT LEAST 10 DAYS PRIOR TO START OF
WORK. ADJUST MONUMENT CASE AND COVER TO FINISHED GRADE
5. DRIVEWAY ACCESS/EGRESS MUST BE MAINTAINED AT ALL >
% TIMES UNLESS OTH/ERW,SE AGREED TO BY THE PROPERTY @ RELOCATE UTILITY POLE BY OTHERS (PUGET SOUND ENERGY)
o o
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ASPHALT THICKENED EDGE
PER DETAIL, SHEET XX

4" HMA CL 1/2" PG 64-22

ASPHALT THICKENED EDGE

PER DETAIL, SHEET XX

6" HMA CL 1" PG 64-22

4" CSTC

107TH AVE SE ROADWAY SECTION

NOT TO SCALE

107TH AVE SE REALIGNMENT

GENERAL NOTES

1.

THE CONTRACTOR SHALL POTHOLE ALL POTENTIAL
CONFLICTS WITH UTILITIES TO VERIFY THE HORIZONTAL
AND VERTICAL LOCATION OF EXISTING UTILITIES. WHERE
THE VERTICAL DISTANCE BETWEEN UTILITIES IS LESS THAN
6 INCHES THE CONTRACTOR SHALL PROVIDE AN 0.D. X
O0.D. X 2.5 INCH ETHAFOAM PAD PER THE SPECIAL
PROVISIONS 7-08.3(2)J.

CALL COMMON GROUND ALLIANCE, 811, PRIOR TO
CONSTRUCTION.

ALL VEGETATION REMOVAL AND TRIMMING SHALL BE
APPROVED BY THE ENGINEER.

A TRAFFIC/PEDESTRIAN CONTROL PLAN MUST BE
PROVIDED TO THE TRANSPORTATION DEPARTMENT FOR
APPROVAL AT LEAST 10 DAYS PRIOR TO START OF
WORK.

DRIVEWAY ACCESS/EGRESS MUST BE MAINTAINED AT ALL
TIMES UNLESS OTHERWISE AGREED TO BY THE PROPERTY
OWNER.

WORK HOURS INVOLVING LANE CLOSURES WILL BE 8:30
AM TO 4:30 PM. NON-LANE CLOSURE WORK HOURS
WILL BE 7:00 AM TO 6:00 PM M—F. NO WORK MAY BE
PERFORMED OUTSIDE OF THESE HOURS WITHOUT
APPROVAL FROM THE PLANNING AND COMMUNITY
DEVELOPMENT DEPARTMENT.

DETECTABLE WARNINGS FOR NEW RAMPS SHALL CONSIST
OF RAISED TRUNCATED DOMES MEETING APPLICABLE
CHARACTERISTICS SPECIFIED BY THE ADA AND C.O.B.
STD. DRAWINGS TE—12 AND TE—13. MATERIAL FOR NEW
RAMPS SHALL BE "MODULAR PAVER SYSTEM” BY
ARMOR-TILE OR APPROVED EQUAL, APPLIED INTERGRAL
TO THE CONCRETE POURING OF THE RAMP. TRUNCATED
DOMES SHALL BE INTERSTATE YELLOW OR FEDERAL
YELLOW. INSTALLATION SHALL CONFORM TO
MANUFACTURER’S SPECIFICATIONS.

LEGEND

PROPOSED DRIVEWAY

1.5" DEPTH HMA OVERLAY

LANDSCAPE STRIP / SWALE

CEMENT CONCRETE SIDEWALK

STORM DRAIN CATCH BASIN TYPE 1
STORM DRAIN CATCH BASIN TYPE 2
MAILBOX TYPE 1
MAILBOX TYPE 2

]
NN
C)

FULL DEPTH HMA PATH / ROADWAY / GUTTER

CONSTRUCTION NOTES

CONSTRUCT DRIVEWAY PER DETAILS, SHEETS __ —
CONSTRUCT ASPHALT PATH PER ROADWAY SECTIONS, SHEET 3
ADJUST WATER METER BOX TO FINISHED GRADE

ADJUST WATER VALVE BOX TO FINISHED GRADE

ADJUST GAS VALVE BOX TO FINISHED GRADE

RESET FIRE HYDRANT

ADJUST MANHOLE TO FINISHED GRADE PER COB STD DWG ROW-8
ADJUST MONUMENT CASE AND COVER TO FINISHED GRADE

RELOCATE UTILITY POLE BY OTHERS (PUGET SOUND ENERGY)

© @EOPOO®O®O®O

CONSTRUCT FOUNDATIONS AND RELCATE EXISTING MAILBOX TYPE
2. SEE SHEET 6 FOR ADDITIONAL DETAILS

CONSTRUCT NEW MAILBOX TYPE 1. SEE SHEET 6 FOR ADDITIONAL
DETAILS

NSTRUCTION

CONSTRUCT NEW MAILBOX TYPE 2. SEE SHEET 6 FOR ADDITIONAL
DETAILS

INSTALL CAST IN PLACE DETECTABLE WARNING MAT

CONSTRUCT CURB RAMP TYPE 1 PER COB STD DWG TE—12
CONSTRUCT CURB RAMP TYPE 2 PER COB STD DWG TE-13
CONSTRUCT MODIFIED CURB RAMP TYPE 2 PER DETAILS, SHEET 7

CONSTRUCT MODIFIED CURB RAMP TYPE 4A PER DETAILS, SHEET

FOR CO

CONSTRUCT MODIFIED CURB RAMP TYPE 4B PER DETAILS, SHEET

CONSTRUCT RESIDENTIAL DRIVEWAY APPROACH PER COB STD DWG
DEV—7A. SEE SHEET __ FOR ADDITIONAL DETAILS
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